
STAFF REPORT 05-13-2020 REGULAR MEETING   PREPARED BY: G. LANDSBERG  
APPLICATION NUMBER: 20-6714 
ADDRESS: 7400 THIRD AVENUE 
HISTORIC DISTRICT: NEW CENTER AREA 
APPLICANT: SMITHGROUP (KEENAN GIBBONS) 
PROPERTY OWNER: MIDTOWN DETROIT, INC. (SUE MOSEY) 
DATE OF STAFF SITE VISIT: 05-11-2020 
 
SCOPE: REDESIGN EXISTING GREENSPACE AS DOG PARK  
 
EXISTING CONDITIONS 
The subject parcel is at the northeast corner of Lothrop and Third Avenue, and currently contains a well-
maintained green space containing a neatly groomed lawn, several young trees perhaps 15-20 years old 
(including sycamores, locusts, and maples), landscaped shrubbery, well-established perennial plantings, and a 
paved brick walk cutting the corner between Lothrop and Third. 
 
The existing greenspace extends to the rear lot line at the alley. Two curb cuts serving former driveways off of 
Third Avenue remain present along the sidewalk. The greenspace and walk date back to at least 2007, based on 
review of online images. The current experience of the space is serene and passive. 
 

 
7400 Third Avenue (shown outlined in red), Detroit Parcel Viewer 

 



 
 View to southeast, from alley. Staff photo, May 11, 2020 
 

 
View of existing walk from Lothrop looking northwest. Staff photo, May 11, 2020 

 



PROPOSAL 
The application proposes to transform the existing space into a fenced dog park with five parking spaces at the 
alley. The existing trees will be protected. The “New Center Dog Park,” per the applicant, will provide 
“accessible fenced-in areas designated for large dogs and small dogs, with amenities including pet play 
equipment, pet waste receptacles, pet fountains, picnic tables, landscape improvements, five (5) parking spaces, 
and a resilient pet-oriented permeable artificial turf system that manages site stormwater.” The fence is proposed 
to be salvaged from the Art Center Community Garden located on East Palmer at John R. 
 
Per the applicant, the specific scope includes: 
 
DEMOLITION 

 Preserve and protect all existing trees within limits of disturbance. 
 Salvage and stack unit pavers on wood pallets onsite, separated by colors. Approximately 350 SF of 

pavers to be reinstalled onsite – remainder to be delivered on pallets to owner 
 Remove and dispose of existing irrigation enclosure and equipment. Meter and tap to be reused. 
 Salvage existing fence (approximately 550 lf) from Art Center Community Garden, located at the 

southeast corner of E Palmer Street and John RStreet (separate project). 
 Approximately 5,600sf of turfgrass will be removed and excavated down +/-12” for the proposed dog 

park turf, aggregate parking surface, and reinstalled salvaged unit pavers. All material will be legally 
disposed of offsite. 

 Saw cut and remove approximately 7’ wide strip of concrete pavements from portion of alley for sewer 
tap as previously coordinated with DWSD per departmental review and direction 

 
CONSTRUCTION 

 Install approximately 4,800 sf of pet-engineered artificial turf with a 12” depth drainage aggregate 
base with underdrain system 

 Install approximately 350sf of salvaged pavers for new dog park entry 
 Install approximately 450lf of salvaged fence (picture of existing fence at Art Center Community 

Garden is included with existing photos). Reinstalled fence will appear identical to the original, black in 
color, 6’ height, and define separate areas for large dogs and small dogs with a typical gated ‘bull pen’ 
entry serving each respective dog area 

 Resin-bonded aggregate installed around seven (7) existng trees located within the fenced area 
 Install three (3) permanent pet play equipment features (as identified in the included detail 

specifications sheet LS-502), two (2) in large dog area, one (1) in small dog area 
 Install two (2) permanent pet fountains (see included sheet LS-502), one (1) in large dog area, one (1) 

in small dog area 
 Install two (2) dog waste receptacles (see included sheet LS-502), one (1) in large dog area, one (1) in 

small dog area 
 Three (3) moveable picnic tables including one (1) ADA picnic table will be included within park (see 

included LS-502) 
 Install approximately 800sf of aggregate for five (5) parking spaces at north end of site 
 Install five (5) concrete wheel stops for parking spaces at north end of site 
 Install approximately 700sf of planting mixture to a 12” depth for perimeter landscape beds and 

planting 
 Install irrigation system and controls for landscape beds 
 Install two (2) water hose hydrants, one (1) in large dog area, one (1) in small dog area 
 No proposed lighting improvements 



 
 

 
STAFF OBSERVATIONS & RESEARCH 

 The New Center Area Historic District was established in November 1982. 
 During the historic period, eight (8) attached brick-veneered dwellings occupied this corner parcel. 

Because of inaccessible documentation at the present time, the status of these buildings, or any 
subsequently erected structures present when the district was designated, is not available to staff. 
 

 
1915 Sanborn map detail. Library of Congress. 
 

 The history of the existing greenspace is similarly unclear. No approvals appear in the available HDC 
online systems for the existing landscape work, though these files are not comprehensive. The paved 
walk appears to have been replaced within the last few years. 

 Per the district’s Elements of Design (#13, Relationship of significant landscape features and surface 
treatments), “The typical treatment of individual properties is a flat or slightly graded front lawn area in 
grass turf subdivided by a concrete or brick walk leading to the front entrance…Hedges between 
properties along the side lot lines are common; properties on corner lots frequently have hedges along 
the north-south street.” 

 Also, per Element of Design #20, Orientation, vistas, overviews: “A dramatic view of the General 
Motors Building and Fisher Building can be seen just south of the district.” Staff notes that a view of the 
Fisher Building is possible at the subject parcel. 

 Though staff finds that the existing greenspace is an appropriate design for the historic context, there is 
no evidence that the greenspace is reflective or derived from a historic precedent  

 The proposed fence is to be salvaged from the Art Center Community Garden located at East Palmer 
and John R Streets. Staff visited that site and determined that the fence is a non-historic but good quality 
steel fence with some small areas of rust.  

 



 
View to the southeast of the former Art Center Community Garden showing fence proposed for reuse. Staff photo, May 12, 
2020. 

 
 Detail view of fence. Staff photo, May 12, 2020. 

  



 
ISSUES  

 The parcel is proposed to change from an open and naturalistic setting into an fenced, active zone. 
 Staff finds that the salvaged fencing proposed is appropriate within the District and acceptable at the 

perimeter of the lot, as long as it is repainted and repaired as necessary. However, in staff’s opinion the 
intensity and concentration of this fencing dividing the interior space and creating the “bull pen entry” is 
not consistent with the district’s historic character and is an anachronistic arrangement of historic-type 
fencing. Recommendation is to revise with a plainer or less ornamental fence type (i.e., a light-colored 
modern fence) that competes less with surrounding landscaping and lessens the visual density. 

 The owner’s website (MDI), accessed on May 12, 2020, states that the lots for the Art Center 
Community Garden were acquired from the city for “gardening, landscaping, beautification, and 
landscape purposes.” Per the city’s Parcel Viewer, the current owner is given as 200 East Palmer 2019, 
LLC, with a sale date of July 2019. The Commission should reinforce that approval to use the salvaged 
fence does not override any existing commitments to any city agency or any other owner concerning 
those parcels, which are adjacent to (but not in) the East Ferry Historic District.  

 A perennial flower bed (per the rendering) appears to be proposed along the sidewalk. The landscape 
plan identifies this scope as “By others,” presumably the owner. Taking cues from the District’s 
Elements of Design, staff recommends that an evergreen hedge be planted in front of the fence line 
instead of the flowers, at least at the north-south street (Third Avenue). Such hedge, maintained at fence 
height, should help screen the artificial surface beyond while preserving a more natural expression from 
the street. 

 The proposed parking removes an 18’ length of planted lawn at the rear of the property and replaces it 
with an aggregate surface. Given the quality of the existing greenspace and the prominent location, staff 
recommends that the parking be reduced to four spaces (eliminating the streetside space), allowing the 
fence/hedge line described above to run continuously along the west edge of the parcel from Lothrop to 
the alley, maintaining a semblance of the existing planted area, providing some concealment of the 
parking and separation from the sidewalk. Staff finds it likely that vehicles in the westernmost proposed 
space will interfere with pedestrians and detract from the character of the parcel. 

 
RECOMMENDATION 
HDC staff conditionally recommends the Commission approve a Certificate of Appropriateness for the project 
as it meets the Secretary of Interior Standards for Rehabilitation, specifically Standards: 
 

2) The historic character of a property shall be retained and preserved. The removal of historic 
materials or alteration of features and spaces that characterize a property shall be avoided. 

 
9) New additions, exterior alterations, or related new construction shall not destroy historic materials 
that characterize the property. The new work shall be differentiated from the old and shall be 
compatible with the massing, size, scale, and architectural features to protect the historic integrity of 
the property and its environment. 

 
With the condition that: 

1. The salvaged fencing is repaired and repainted prior to installation, and the transfer of this fence from 
the Art Center Community Garden is consistent with any prior commitments made to the city 

2. The design is revised to extend the fence and incorporate a hedge at the sidewalk line along Third 
Avenue, extending from Lothrop to the alley, possibly requiring the removal or narrowing of the 
westernmost parking space. 

3. The design is revised to incorporate modern, non-obtrusive fencing or divisions approvable by staff for 
the interior division and “bull-pen” areas 

4. The Commission delegates to staff approval ability for any later light fixture improvements 



HISTORIC DISTRICT COMMISSION

CITY OF DETROIT
PLANNING & DEVELOPMENT DEPARTMENT
2 WOODWARD AVENUE, ROOM 808, DETROIT, MI 48226

PROJECT REVIEW REQUEST

DATE:______________________

Photographs of ALL sides of existing building or site

Detailed photographs of location of proposed work 
(photographs to show existing condition(s), design, color, & material)

Detailed scope of work (formatted as bulleted list)

Description of existing conditions (including materials and design)

Brochure/cut sheets for proposed replacement material(s) and/or product(s), as applicable

Description of project (if replacing any existing material(s), include an explanation as to why 
replacement--rather than repair--of existing and/or construction of new is required)

NOTE:
Based on the scope of work, 
additional documentation may 
be required.

See www.detroitmi.gov/hdc for
scope-specific requirements.

SUBMIT COMPLETED REQUESTS TO HDC@DETROITMI.GOV
Upon receipt of this documentation, staff will review and inform you of the next steps toward obtaining your building permit from the 
Buildings, Safety Engineering and Environmental Department (BSEED) to perform the work.

NAME:___________________________________  COMPANY NAME:______________________________________

ADDRESS:_______________________________ CITY:________________ STATE:_________ ZIP:______________

PHONE:_____________________ MOBILE:_________________________ EMAIL:____________________________

Property Owner/
Homeowner Contractor Tenant or

Business Occupant
Architect/Engineer/
Consultant

APPLICANT IDENTIFICATION

Please attach the following documentation to your request:

PROJECT REVIEW REQUEST CHECKLIST

*PLEASE KEEP FILE SIZE OF ENTIRE SUBMISSION UNDER 30MB*

PROPERTY INFORMATION
ADDRESS:____________________________________________  AKA:______________________________________

HISTORIC DISTRICT:______________________________________________________________________________

SCOPE OF WORK: Windows/
Doors

Roof/Gutters/
Chimney

Porch/
Deck

AdditionDemolition
New
Construction

Landscape/Fence/
Tree/Park

General
Rehab

Other:_____________________________

(Check ALL that apply)

Completed Building Permit Application (highlighted portions only)

ePLANS Permit Number (only applicable if you’ve already applied 
for permits through ePLANS)

04-14-2020

 7400 3RD AVENUE, DETROIT, MI, 48202 N/A

NEW CENTER AREA, SECTION: 21-2-129

✔

✔

KEENAN GIBBONS SMITHGROUP

500 GRISWOLD, SUITE 1700 DETROIT MI 48226

734.669.2732 SAME AS PHONE KEENAN.GIBBONS@SMITH



P2 - BUILDING PERMIT

P2 - BUILDING PERMIT APPLICATION

Date:

PROPERTY INFORMATION
Address: Floor: Suite#: Stories:

AKA: Lot(s): Subdivision:

Parcel ID#(s): Total Acres: Lot Width: Lot Depth:

Current Legal Use of Property: Proposed Use:

Are there any existing buildings or structures on this parcel? Yes No

PROJECT INFORMATION
Permit Type: New Alteration Demolition Correct Violations

Foundation Only Temporary UseChange of Use Other:

Revision to Original Permit #: (Original permit has been issued and is active)

Description of Work (Describe in detail proposed work and use of property, attach work list)

Included Improvements (Check all applicable; these trade areas require separate permit applications)

HVAC/Mechanical PlumbingElectrical Fire Sprinkler System

Other: Size of Structure to be Demolished (LxWxH) cubic ft.

Yes No

MBC use change No MBC use change

Fire Alarm

Structure Type

New Building Existing Structure Tenant Space Garage/Accessory Building

Type of Construction (per current MI Bldg Code Table 601)Use Group:

Estimated Cost of Construction $
By Contractor By Department

$

Structure Use

Residential-Number of Units:

Commercial-Gross Floor Area: Institutional-Gross Floor Area Other-Gross Floor Area

Industrial-Gross Floor Area

List materials to be stored in the building:Proposed No. of Employees:

PLOT PLAN SHALL BE submitted on separate sheets and shall show all easements and measurements 
(must be correct and in detail). SHOW ALL streets abutting lot, indicate front of lot, show all buildings, 
existing and proposed distances to lot lines. (Building Permit Application Continues on Next Page)

For Building Department Use Only

Intake By: Date: Fees Due:

Other: Date: Notes:

Zoning: Date: Notes:

Structural: Date: Notes:

Revised Cost (revised permit applications only) Old $ New $

Lots Combined? Yes No (attach zoning clearance)

Zoning District: Zoning Grant(s):

Permit#: Date Permit Issued: Permit Cost: $

Current Legal Land Use: Proposed Use:

Permit Description:

Pe
rm

it 
#:

Page 1 of 2

Addition

(e.g. interior demolition or construction to new walls)

NoDngBld?

Date:

Address:

Permit Type:

Description of Work (Describe in detail proposed work and use of property, attach work list)

04-14-2020

 7400 3RD AVENUE, DETROIT, MI, 48202 N/A N/A N/A

N/A 1 N/A

04001580 .19 139.6' 59.9'

PARK PARK

■

SEE ATTACHED.

N/A N/A

N/A N/A

200,000.00

N/A N/A N/A

N/A N/A N/A

N/A N/A



P2 - BUILDING PERMIT

IDENTIFICATION (All Fields Required)
Property Owner/Homeowner Property Owner/Homeowner is Permit Applicant

Name:

Address:

Phone:

Driver’s License #:

Contractor Contractor is Permit Applicant

Representative Name:

Company Name:

City: State: Zip:

Mobile:

Email:

Company Name:

City: State: Zip:Address:

Phone: Mobile: Email:

City of Detroit License #:

TENANT OR BUSINESS OCCUPANT Tenant is Permit Applicant

Name: Phone: Email:

ARCHITECT/ENGINEER/CONSULTANT Architect/Engineer/Consultant is Permit Applicant

Name: State Registration#: Expiration Date:

City: State: Zip:Address:

Phone: Mobile: Email:

HOMEOWNER AFFIDAVIT  (Only required for residential permits obtained by homeowner.)

I hereby certify that I am the legal owner and occupant of the subject property and the work described 
on this permit application shall be completed by me. I am familiar with the applicable codes and 
requirements of the City of Detroit and take full responsibility for all code compliance, fees and 
inspections related to the installation/work herein described. I shall neither hire nor sub-contract to any 

Date:Print Name: Signature:

Subscribed and sworn to before me this day of 20 A.D. County, Michigan

Signature: My Commission Expires:

PERMIT APPLICANT SIGNATURE

I hereby certify that the information on this application is true and correct. I have reviewed all deed 
restrictions that may apply to this construction and am aware of my responsibility thereunder. I 
certify that the proposed work is authorized by the owner of the record and I have been authorized 
to make this application as the property owner(s) authorized agent. Further I agree to conform to 
all applicable laws and ordinances of jurisdiction. I am aware that a permit will expire when no 
inspections are requested and conducted within 180 days of the date of issuance or the date of 
the previous inspection and that expired permits cannot be

Driver’s License #: Expiration:

Date:Print Name: Signature:

Subscribed and sworn to before me this day of 20 A.D. County, Michigan

Signature: My Commission Expires:

Section 23a of the state construction code act of 1972, 1972PA230, MCL 125.1523A, 
prohibits a person from conspiring to circumvent the licensing requirements of this 

state relating to persons who are to perform work on a residential building or a 

Page 2 of 2

(Homeowner)

(Notary Public)

(Permit Applicant)

(Notary Public)

This application can also be completed online. Visit detroitmi.gov/bseed/elaps for more information.

IDENTIFICATION (All Fields Required)
Property Owner/Homeowner Property Owner/Homeowner is Permit Applicant

Name: Company Name:

City: Zip:Address: State:

Mobile:Phone:

Driver’s License #: Email:

Contractor Contractor is Permit Applicant

Representative Name: Company Name:

City: Zip:Address: State:

Email:Phone: Mobile:

City of Detroit License #:

TENANT OR BUSINESS OCCUPANT Tenant is Permit Applicant

Email:Name: Phone:

ARCHITECT/ENGINEER/CONSULTANT Architect/Engineer/Consultant is Permit Applicant

Name: State Registration#: Expiration Date:

City: Zip:Address: State:

Email:Phone: Mobile:

Print Name: Signature: Date:

Print Name: Signature: Date:

Driver’s License #: Expiration:

(Notarized using electronic/remote technology)

SUE MOSEY MIDTOWN DETROIT, INC.

3939 WOODWARD AVE. #100 DETROIT MI 48201

313.420.6000

SUSANMOSEY@GMAIL.COM

KEENAN GIBBONS NY-2582 2/21

500 GRISWOLD, SUITE 1700 DETROIT MI 48226

734.669.2732 KEENAN.GIBBONS@SMITHGROUP.COM

KEENAN GIBBONS 4/14/20

G152465887232 3-22-2023

14 4 20 Oakland

Ginene Ellen Hier Digitally signed by Ginene Ellen Hier 
Date: 2020.04.14 12:10:35 -04'00' 02/26/2026



HISTORIC DISTRICT COMMISSION
REVIEW & PERMIT PROCESS

FIND OUT MORE AT www.detroitmi.gov/hdc

* THE COMMISSION MEETS REGULARY AT LEAST ONCE PER MONTH, TYPICALLY   
    ON THE SECOND WEDNESDAY OF THE MONTH.
    (SEE WEBSITE FOR MEETING SCHEDULE/AGENDAS)

SUBMIT COMPLETE APPLICATION TO HDC STAFF 

Application 
placed on 

upcoming HDC 
meeting
agenda*

Staff
Reviews
Scope

Staff
issues Denial
with Appeal 
Procedure

Corrected
application
submitted

to HDC

OBTAIN BUILDING PERMIT
FROM BUILDINGS, SAFETY ENGINEERING AND ENVIRONMENTAL DEPT. (BSEED)

Appeal filed 
w/State 

Hist. Pres. 
Review Board

Staff issues a 
Certificate of 

Appropriateness
(COA)

Substantial 
Scope

HDC
Reviews
Scope

HDC
Denies

Proposal

HDC
Approves 
Proposal

Lim
ited 

S
cope

Applicant
appeals OR

corrects
application



EXISTING PHOTOS

VIEW FROM SOUTHEAST CORNER LOOKING NORTHWEST 
ACROSS SITE - EXISTING BRICK PATH TO BE SALVAGED 
AND REUSED

VIEW FROM NORTHEAST CORNER OF INTERSECTION AT 
3RD AVE AND LOTHROP ST LOOKING NORTH UP SIDE-
WALK

VIEW FROM WEST AT 3RD AVE SIDEWALK LOOKING EAST 
ACROSS SITE

VIEW FROM NORTH SIDE OF LOTHROP ST LOOKING 
WEST DOWN SIDEWALK TOWARD 3RD AVE



DESCRIPTION OF WORK

The New Center Dog Park is located at the northeast corner lot of 3rd Avenue and Lothrop Street. The project 
provides accessible fenced-in areas designated for large dogs and small dogs, with amenities including pet play 
equipment, pet waste receptacles, pet fountains, picnic tables, landscape improvements, five (5) parking spaces, 
and a resilient pet-oriented permeable artificial turf system that manages site stormwater.
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EXISTING PHOTOS

VIEW FROM SOUTHEAST CORNER LOOKING NORTHWEST 
ACROSS SITE - EXISTING BRICK PATH TO BE SALVAGED 
AND REUSED

VIEW FROM NORTHEAST CORNER OF INTERSECTION AT 
3RD AVE AND LOTHROP ST LOOKING NORTH UP SIDE-
WALK

VIEW FROM WEST AT 3RD AVE SIDEWALK LOOKING EAST 
ACROSS SITE

VIEW FROM NORTH SIDE OF LOTHROP ST LOOKING 
WEST DOWN SIDEWALK TOWARD 3RD AVE



EXISTING PHOTOS

VIEW LOOKING NORTHWEST ACROSS SITE FROM EXIST-
ING BRICK PAVER PATH

CLOSE-UP OF EXISTING BRICK PAVERS TO BE SALVAGED 
AND REUSED ONSITE

VIEW TOWARD 3RD AVENUE WHERE EXISTING BRICK 
PAVER PATH MEETS THE SIDEWALK

EXISTING FENCE AT ART CENTER COMMUNITY GARDEN 
TO BE SALVAGED AND REUSED AT THE NEW DOG PARK



EXISTING CONDITIONS

The existing park is located at the northeast corner lot of 3rd Avenue and Lothrop Street. Its current use pri-
marily serves transient users as an unofficial dog park and as an optional pedestrian walkthrough to cut the 
sidewalk corner by using the existing brick paver path. There are about 20 existing trees onsite of various 
species including locust, sycamore, and maple, among others. The existing surface is characterized by turfgrass, 
brick pavers, and light landscape features.



DESCRIPTION OF WORK

The New Center Dog Park project provides accessible fenced-in areas designated for large dogs and small dogs, 
with amenities including pet play equipment, pet waste receptacles, pet fountains, picnic tables, landscape im-
provements, five (5) parking spaces, and a resilient pet-oriented permeable artificial turf system that manages 
site stormwater.

DEMOLITION
• Preserve and protect all existing trees within limits of disturbance.
• Salvage and stack unit pavers on wood pallets onsite, separated by colors. Approximately 350sf of pavers to be reinstalled 

onsite - remainder to be delivered on pallets to owner.
• Remove and dispose of existing irrigation enclosure and equipment. Meter and tap to be reused.
• Salvage existing fence (approx. 550lf) from Art Center Community Garden, located at the southeast corner of E Palmer 

Street and John R Street (separate project).
• Approximately 5,600sf of turfgrass will be removed and excavated down +/-12” for the proposed: dog park turf, aggregate 

parking surface, and reinstalled salvaged unit pavers. All material will be legally disposed of offsite.
• Saw cut and remove approximately 7’ wide strip of concrete pavement from portion of alley for sewer tap as previously coor-

dinated with DWSD per departmental review and direction.

CONSTRUCTION
• Install approximately 4,800sf of pet-engineered artificial turf with a 12” depth drainage aggregate base with underdrain 

system.
• Install approximately 350sf of salvaged pavers for new dog park entry.
• Install approximately 450lf of salvaged fence (picture of existing fence at Art Center Community Garden is included with 

existing photos). Reinstalled fence will appear identical to the original, black in color, 6’ height, and define separate areas for 
large dogs and small dogs with a typical gated ‘bull pen’ entry serving each respective dog area.

• Resin-bonded aggregate installed around seven (7) existing trees located within the fenced area.
• Install three (3) permanent pet play equipment features (as identified in the included detail specifications sheet LS-502), 

two (2) in large dog area, one (1) in small dog area.
• Install two (2) permanent pet fountains (see included sheet LS-502), one (1) in large dog area, one (1) in small dog area.
• Install two (2) dog waste receptacles (see included sheet LS-502), one (1) in large dog area, one (1) in small dog area.
• Three (3) moveable picnic tables including one (1) ADA picnic table will be included within park (see included sheet LS-502).
• Install approximately 800sf of aggregate for five (5) parking spaces at north end of site.
• Install five (5) concrete wheel stops for parking spaces at north end of site.
• Install approximately 700sf of planting mixture to a 12” depth for perimeter landscape beds and plantings.
• Install irrigation system and controls for landscape beds.
• Install two (2) water hose hydrants, one (1) in large dog area, one (1) in small dog area.
• No proposed lighting improvements.



Cycle Department Reviewer Email Status Reviewer Comments Applicant Comments

1

Plan Review - Zoning 
Check Wyatt Banks banksw@detroitmi.gov Approved Subject to Field Approval

Structural Abdul Abbas abbasa@detroitmi.gov Approved

Fire Keith Hewlett hewlettk@detroitmi.gov Approved

Plumbing Steven Jar jars@detroitmi.gov Revision Required PLEASE NOTE 'ALTERNATIVE ENGINEERED 
DESIGN ' ON  SHEETS WE DISCUSSED( 4-2-2020)

DPW - Curb Cuts Maher Elsalti elsaltim@detroitmi.gov Revision Required

DWSD Mohammed siddique siddiquemo@detroitmi.gov Approved
A separate permit is required from DWSD for proposed 

sewer connection and reuse of an existing water 
service line 

Historical BRENDAN CAGNEY cagneyb@detroitmi.gov Revision Required

Please complete the attached “Project Review Request” 
form that has now been uploaded to the Reviewer 

Attachments. Fill out all the highlighted fields on the first 
three pages and submit all of the information outlined in 

the section of this form, Project Review Request 
Checklist. 

Please upload the requested information to E-Plans and 
submit to staff via hdc@detroitmi.gov.  Upon completion 
of review, staff will contact you regarding the next steps. 

Sincerely, 
Historic District Commission Staff

DPW - Encroachment

Project Name: 

Workflow Started: 

Report Generated: 

BLD2020-01069

03/12/2020  7:40 AM

04/08/2020 12:48 PM

Department Review Status Report



Cycle Permit Type Comment Type Reviewer Comment Department

1 Commercial Building Permit 
AA Custom Corrections

The work is encroaching up on the ROW. Vacation of 
easement / encroachment approval onto existing 
easement / dedication of new easement is required. 
Please contact Mr. James Knoll of DPW/CED Survey 
Section at 313-224-3970.

DPW - Curb Cuts

1 Commercial Building Permit 
AA Custom Corrections

ADA-compliant sidewalk and ramp with warning strip 
must be provided at intersection crosswalks stand (3rd 
Ave. and Lothrop St.) shall conform to MDT Detail R-28-I 
with city thickness amendment. Remove abandoned 
drive approaches and replace with sidewalk and curb.

DPW - Curb Cuts

1 Commercial Building Permit 
AA Custom Corrections

Include the following note on plan: “Damaged sidewalks 
around the project in ROW will be repaired or replaced to 
City of Detroit standards and specifications”.

DPW - Curb Cuts

1 Commercial Building Permit 
AA Custom Corrections Provide details on restoration of the sidewalk. Show City 

of Detroit related details on the drawings. DPW - Curb Cuts

1 Commercial Building Permit 
AA Custom Corrections

Provide maintenance agreement with The City of Detroit 
for using alley as access. Maintenance agreement 
required to use the alley as an entrance to parking lot. 
Please contact Mr. Keith McCrary of DPW/CED at (313-
224-3970)

DPW - Curb Cuts

1 Commercial Building Permit 
AA City Engineering Plans must be sealed by a Professional Engineer or 

Architect licensed to practice in the State of Michigan. DPW - Curb Cuts

1 Commercial Building Permit 
AA City Engineering Show dimensions on plans, DPW - Curb Cuts

Project Name: 

Workflow Started: 

Report Generated: 

BLD2020-01069

03/12/2020  7:40 AM

04/08/2020 12:23 PM

Checklist Items



Applicant Response Status Updated By Last Updated Completed? Date Completed

Not Met Maher Elsalti 04/03/2020  3:02 PM False 04/03/2020  3:02 
PM

Not Met Maher Elsalti 04/03/2020  3:02 PM False 04/03/2020  3:02 
PM

Not Met Maher Elsalti 04/03/2020  3:02 PM False 04/03/2020  3:02 
PM

Not Met Maher Elsalti 04/03/2020  3:02 PM False 04/03/2020  3:02 
PM

Not Met Maher Elsalti 04/03/2020  3:02 PM False 04/03/2020  3:02 
PM

Not Met Maher Elsalti 04/03/2020  3:07 PM False 04/03/2020  3:07 
PM

Not Met Maher Elsalti 04/03/2020  3:07 PM False 04/03/2020  3:07 
PM

BLD2020-01069

03/12/2020  7:40 AM

04/08/2020 12:23 PM

Checklist Items
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Large Dog Area
3,546sf

Small Dog Area
1,181sf

PROPERTY LINE (BLUE)
• 8,368sf [.19ac]

ART CENTER COMMUNITY 
GARDEN FENCE - 409lf
• [385lf existing fence]

EXISTING TREE
• 9”-12” Sycamore, Locust, 

and Maple

LARGE DOG FURNISHINGS
• 2 Picnic Table
• 1 Pet Fountain
• 1 Pet Waste Station
• 2 Topiary

SMALL DOG FURNISHINGS
• 1 Picnic Table
• 1 Pet Fontain
• 1 Pet Waste Station
• 1 Topiary

EXTEND WATER LINE
• Supply pet fountains and 

water hydrants

PERIMETER PLANTED 
LANDSCAPE BED
• By others

REPURPOSED PAVER ENTRY
• RED: +/-286sf [+/-305sf existing]
• SLATE:  +/-68sf [+/-108sf existing]

10’ x 10’ BULL PEN ENTRY

5’ 0 10’

N

5 PARKING SPACES
• Aggregate Surface - 810sf

METAL LANDSCAPE 
EDGING (DASHED)
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Owners:

Prepared By:

Site Map:

SCALE: 1" = 1000'

Drawing Scale:

ORIGINAL DRAWINGS PREPARED AS 30" x 42" SHEETS.  GRAPHIC SCALES SHOWN

ON SHEETS SHALL TAKE PRECEDENCE OVER ANY OTHER NOTED SCALES.

MIDTOWN DETROIT, INC

3939 WOODWARD AVE. #100

DETROIT, MI 48201

313.420.6000

PROJECT NORTH

NEW CENTER DOG PARK

MIDTOWN DETROIT, INC

7400 3RD AVENUE

DETROIT, MICHIGAN 48202

OWNER REVIEW
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Submittal:                       Date:               Revision:

OWNER REVIEW AUG 16, 2019 0

Sheet List Table
Sheet Number Sheet Title
G-000 COVER SHEET
V-100 BOUNDARY & TOPOGRAPHIC SURVEY
LD-100 DEMOLITION PLAN
LD-101 SELECTIVE DEMOLITION PLAN - ART CENTER COMMUNITY GARDEN
LS-100 LAYOUT & MATERIALS PLAN
LS-101 LAYOUT & MATERIALS PLAN ENLARGEMENT
LG-100 GRADING AND SUBDRAINAGE PLAN
LG-200 STORM SEWER PROFILES
LS-500 SITE DETAILS
LS-501 SITE DETAILS
LS-502 SITE DETAILS
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SCALE: 1" = 1000' PROJECT NORTH
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500 GRISWOLD
SUITE 1700
DETROIT, MI 48226
313.983.3600
www.smithgroup.com

NEW CENTER DOG PARK

ART CENTER COMMUNITY GARDEN

NOTE:

1. THE ART CENTER COMMUNITY GARDEN IS BEING SOLD TO A NEW OWNER AND THE EXISTING

SITE BEING CLEARED AS PART OF A SEPARATE PROJECT. HOWEVER, THE EXISTING FENCE

AND OTHER SITE AMENITIES AS NOTED ON SHEET LD-101 SHALL BE REMOVED, SALVAGED

AND REINSTATED AS THE NEW CENTER DOG PARK AS PART OF THIS PROJECT.

PREPARED UNDER SUPERVISION OF 

REGISTERED PROFESSIONAL LANDSCAPE

REGISTRATION NUMBER

ARCHITECT

PREPARED UNDER SUPERVISION OF 

REGISTERED PROFESSIONAL CIVIL

REGISTRATION NUMBER

ENGINEER

The New Center Dog Park is located at the northeast corner lot of 3rd Avenue and Lothrop Street. The project provides accessible

fenced-in areas designated for large dogs and small dogs, with amenities including pet play equipment, pet waste receptacles, pet

fountains, picnic tables, landscape improvements, five (5) parking spaces, and a resilient pet-oriented permeable artificial turf system

that manages site stormwater.

Project Description: (Approx. 7,000 Square Feet and .16 Acres in Project Area)
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LFN9 VB

WATER INWATER OUT

GA-1 FLOW
CONTROL

VB3

BRACKET

BRACKET

PET FOUNTAIN

WATER

BOLT IS
CENTERED
UNDER ACCESS
DOOR

OPTIONAL
TEMPLATE

ELECTRIC EYE

10 BLK PIPE

VALVE BODY III

REMOVABLE
SS CAP

7"

5"
34

"

VALVE BODY III

C.I.P. CONCRETE
FOOTING PER
MANUFACTURER'S
RECOMMENDATION,
42" MIN. DEPTH

MANUFACTURER: MOST DEPENDABLE FOUNTAINS, INC.
MODEL: 300 SME

CONTACT:
MOST DEPENDABLE FOUNTAINS, INC.
5705 COMMANDER DRIVE
P.O. BOX 587
ARLINGTON, TN 38002-0587
P: 901.867.0039
E: WWW.MOSTDEPENDABLE.COM

NOTES:
1. COLOR SHALL BE BLACK, VERIFY COLOR AND FINISH WITH OWNER PRIOR TO INSTALLATION.
2. PET FOUNTAIN IS PROVIDED WITH AN IN-LINE VACUUM BREAKER, PLUS A 1 GPM FLOW

RESTRICTOR.
3. ON E MODELS SENSOR ACTIVATION IS ADDED FEATURE.
4. IF TYING INTO A SANITARY SEWER A P-TRAP WILL BE NECESSARY.
5. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.
6. REFER TO PLANS FOR LAYOUT AND ORIENTATION.
7. REFER TO GRADING & UTILITY PLAN FOR WATER SERVICE LOCATION. COORDINATE WATER

SERVICE LOCATION.

NOTES:
1. ASSEMBLY TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.
2. COLOR SHALL BE BLACK, VERIFY COLOR AND FINISH WITH OWNER PRIOR TO INSTALLATION
3. 8' ADA PICNIC TABLE SHALL BE WABASH PLASTISOL COATED TABLES 'SIGNATURE 8' ADA

PICNIC TABLE - PORTABLE'.

FRONT VIEW

TOP VIEW

SIDE VIEW

19
 5/

8"

96 3/8"

19 1/4"

29
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2"

55 1/2"
72 3/8"

27
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8"

64 1/2"
30 3/8" 10 3/8"

69 3/4"

CONTACT:
MATT LAWTON
GREAT LAKES RECREATION
P: 616.218.4817
E: MATT@GLREC.COM

NOTES:
1. ASSEMBLY TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.
2. COLOR SHALL BE BLACK, VERIFY COLOR AND FINISH WITH OWNER PRIOR TO INSTALLATION.
3. 8' PICNIC TABLE SHALL BE WABASH PLASTISOL COATED TABLES 'SIGNATURE 8' PICNIC TABLE -

PORTABLE'.

FRONT VIEW

TOP VIEW

SIDE VIEW

29
 1/

2"

96 3/8"

65 7/8"

10 3/8"30 3/8"
6 3/4"

64 1/8"

19
 5/

8"

69 3/4"

CONTACT:
MATT LAWTON
GREAT LAKES RECREATION
P: 616.218.4817
E: MATT@GLREC.COM

NOTES:
1. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS. DIMENSIONS SHOWN ARE

REFERENCED FROM MANUFACTURER'S SPECIFICATIONS, VERIFY ALL DIMENSIONS AND COORDINATE WITH FENCE COMPONENTS
PRIOR TO INSTALLATION.

2. PRODUCT COLOR SHALL BE GREEN, VERIFY COLOR AND FINISH WITH OWNER PRIOR TO INSTALLATION.
3. UNIT MOUNTED TO FENCE POST AS LOCATED AND ORIENTED ON LAYOUT & MATERIALS PLAN.
4. FIELD VERIFY LOCATION AND ORIENTATION WITH OWNER'S REPRESENTATIVE.
         ADJUSTMENTS IN LOCATION AND ORIENTATION TO BE PROVIDED AT NO ADDITIONAL COST.

ELEVATION

10
"

5"

MODEL: DOG WASTE STATION
MANUFACTURER: DOG WASTE DEPOT

CONTACT:
DOG WASTE DEPOT
12316 WORLD TRADE DRIVE, STE 102
SAN DIEGO, CA 92128
P: (800) 678-1612
E: www.dogwastedepot.com

EQ. EQ.

EQ. EQ.

2
LS-501

FENCE, BEYOND

6"

EQ. EQ.
SIGN

DISPENSER

CAN

FINISH GRADE PER PLAN AND PROFILES

FINAL BACKFILL

SLOPE PER OSHA SAFETY STANDARDS

INITIAL BACKFILL

PIPE MATERIAL AND SIZE PER PLAN AND
PROFILE

BEDDING COURSE

UNDISTURBED SUBGRADE

KEYED NOTES

1

2

3

4

5

6

O.D. ≤ 12", W = 30"
O.D. = 15" - 24",  W = O.D.+18"
O.D. = 30" - 36",  W = O.D.+24"

DETAIL NOTES

W = MAX.
TRENCH WIDTH

1'-
0"

MI
N.

4" MI
N.

O.D.

1

2

4

3

6

7

5

7

NOTES:

MANUFACTURER: BARK PARK
MODEL: KING OF THE HILL - BARK 400
CONTACT: MATT CAMPANELLA

SINCLAIR RECREATION, LLC
P: 248.343.0361
E: MATT@SINCLAIR-REC.COM

1. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH
MANUFACTURER'S SPECIFICATIONS.

2. VERIFY COLOR AND FINISH WITH OWNER PRIOR TO
INSTALLATION.

3. FOOTING SIZE, AND DIMENSIONS PER MANUFACTURER'S
SPECIFICATIONS MIN. 42" DEPTH. SEE LAYOUT &
MATERIALS PLAN FOR EQUIPMENT LOCATION. VERIFY ALL
DIMENSIONS PRIOR TO INSTALLATION.

4. FIELD VERIFY LOCATION AND ORIENTATION OF PLAY
EQUIPMENT WITH OWNER'S REPRESENTATIVE.

         ADJUSTMENTS IN LOCATION AND ORIENTATION TO BE
         PROVIDED AT NO ADDITIONAL COST.

+/
-5

'-6
7 8"

+/
-4

'-3
3 16

"+/
-5

'-6
7 8"

+/
-4

'-3
3 16

"

+/-2'-53
4"

APPROX. FOOTING LOCATIONS, SEE NOTES

BARK-400, SEE NOTES

1
R6"

1

2

2

NOTES:

MANUFACTURER: BARK PARK
MODEL: CRAWL TUNNEL - PBARK 491
CONTACT: MATT CAMPANELLA

SINCLAIR RECREATION, LLC
P: 248.343.0361
E: MATT@SINCLAIR-REC.COM

1. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH
MANUFACTURER'S SPECIFICATIONS.

2. VERIFY COLOR AND FINISH WITH OWNER PRIOR TO
INSTALLATION.

3. FOOTING SIZE, AND DIMENSIONS PER MANUFACTURER'S
SPECIFICATIONS MIN. 42" DEPTH. SEE LAYOUT &
MATERIALS PLAN FOR EQUIPMENT LOCATION. VERIFY ALL
DIMENSIONS PRIOR TO INSTALLATION.

4. FIELD VERIFY LOCATION AND ORIENTATION OF PLAY
EQUIPMENT WITH OWNER'S REPRESENTATIVE.

         ADJUSTMENTS IN LOCATION AND ORIENTATION TO BE
         PROVIDED AT NO ADDITIONAL COST.

APPROX. FOOTING LOCATIONS, SEE NOTES

PBARK 491, SEE NOTES

1

2
+/-3'-9"

+/
-2

'-4
"

1

2

R6"
NOTES:

MANUFACTURER: BARK PARK
MODEL: STEPPING BOULDERS SET OF 3 - 3SB
CONTACT: MATT CAMPANELLA

SINCLAIR RECREATION, LLC
P: 248.343.0361
E: MATT@SINCLAIR-REC.COM

1. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH
MANUFACTURER'S SPECIFICATIONS.

2. VERIFY COLOR AND FINISH WITH OWNER PRIOR TO
INSTALLATION.

3. FOOTING SIZE, AND DIMENSIONS PER MANUFACTURER'S
SPECIFICATIONS MIN. 42" DEPTH. SEE LAYOUT &
MATERIALS PLAN FOR EQUIPMENT LOCATION. VERIFY ALL
DIMENSIONS PRIOR TO INSTALLATION.

4. FIELD VERIFY LOCATION AND ORIENTATION OF PLAY
EQUIPMENT WITH OWNER'S REPRESENTATIVE.

         ADJUSTMENTS IN LOCATION AND ORIENTATION TO BE
         PROVIDED AT NO ADDITIONAL COST.

APPROX. FOOTING LOCATIONS, SEE NOTES

STL TABS, SEE NOTES

STEPPING BOULDERS, SEE NOTES

1

2

1

3

R5"

+/
-2

'-1
"

+/-2'-2"

3

2

TYPICAL FOOTING / SUPPORT LAYOUT

6'-0"

6" 6"

11
"

51 2"

PLAN

10" 1'-10" 8" 1'-10" 10"

71 2"

3"

2"

3" 5'-0"

51 2"

3"3"

ELEVATION

21
2"21

2" 6"

31
2"

SECTION

1" DIAM. HOLE FOR 3 4" x 30" LONG STEEL
ANCHOR.  TWO PER CURB STOP.  LOCATE TOP OF
STEEL ANCHOR 12" BELOW TOP OF WHEEL STOP.

STEEL REBAR, #5 x 5'-6"

1

2

1

2

NOTES:

MANUFACTURER: ULINE
MODEL: (H-2125) WIRE MESH TRASH CAN - 45 GALLON
CONTACT: ULINE

12575 ULINE DRIVE
PLEASANT PRAIRIE, WI 53158
P: (800)295-5510
E: CUSTOMER.SERVICE@ULINE.COM

1. LOCATIONS IDENTIFIED ON LAYOUT & MATERIALS PLAN.
2. COLOR TO BE GREEN.

TRASH RECEPTACLE, SEE NOTES

FINISH GRADE

1

2
1

2

SITE DETAILS

LS-502
DRAWING NUMBER

PROJECT NUMBER

SCALE

DRAWING TITLE

SEALS AND SIGNATURES

Owner:

REVISSUED FOR DATE

NEW CENTER DOG
PARK
7400 3RD AVENUE
DETROIT, MICHIGAN 48202

500 GRISWOLD
SUITE 1700
DETROIT, MI 48226
313.983.3600
www.smithgroup.com

11561.000

3939 WOODWARD AVE #100
DETROIT, MICHIGAN 48201

SCALE: NTS
PET FOUNTAIN1 SCALE: NTS

8' ADA PICNIC TABLE2 SCALE: NTS
8' PICNIC TABLE3

SCALE: NTS
DOG WASTE RECEPTACLE5

SCALE: NTS
PIPE TRENCH DETAIL9

SCALE: NTS
PLAY EQUIPMENT - TYPE 16 SCALE: NTS

PLAY EQUIPMENT - TYPE 27 SCALE: NTS
PLAY EQUIPMENT - TYPE 38

SCALE: NTS
NYLOPLAST DRAIN BASIN10 SCALE: 1" = 1'

CONCRETE WHEEL STOP11

SCALE: AS NOTED

SCALE: NTS
TRASH RECEPTACLE4



1'-
0"

1
1

DRAINAGE AGGREGATE, 38" - 12" ANGULAR
PER MANUFACTURER'S SPECIFICATIONS
(MDOT 6AA)

SUBGRADE, TYP.

FINISH GRADE

ADJACENT SURFACE,
SEE PLANS

2X PERIMETER PLASTIC NAILER BOARD PER
MANUFACTURER'S SPECIFICATIONS

NON-WOVEN GEOTEXTILE FABRIC

30" #4 REBAR
THROUGH PLASTIC
NAILER BOARD, 30"
O.C.

NOTES:
1. DOG PARK TURF SHALL BE 'K9 GRASS CLASSIC' BY

FOREVERLAWN OR 'XGRASS' BY THE RECREATIONAL
GROUP OR APPROVED EQUAL.

2. INSTALL PER MANUFACTURER'S SPECIFICATIONS.

CONTACT:

K9 GRASS CLASSIC

MATT KOVACIC
FOREVERLAWN SOUTHWEST
8007 BEESON ST.
LOUISVILLE, OH 44641
P: 330.499.8873
E: MATT@FOREVERLAWN.COM

1 2"

K9 GRASS CLASSIC PER
MANUFACTURER'S SPECIFICATIONS

FENCE FOOTING,
BEYOND

FENCE, BEYOND
2

LS-501

3
LS-501

XGRASS

JENNIFER GRADY
THE RECREATIONAL GROUP
205 BORING DRIVE
DALTON, GA 30721
P: (706) 272-0140
E: www.recreationalgroup.com

1'-
0"

K9 GRASS CLASSIC PER
MANUFACTURER'S
SPECIFICATIONS

DRAIN AGGREGATE
(TYPE II)

ADJACENT SURFACE, SEE PLANS

4" Ø PERF. UNDERDRAIN PIPE
(SEE SHEET LG-100 FOR
ROUTING)

SUBGRADE, TYP.

30" #4 REBAR THROUGH
PLASTIC NAILER BOARD, 30"
O.C.

2X PERIMETER PLASTIC NAILER BOARD PER
MANUFACTURER'S SPECIFICATIONS

1 2"

DRAINAGE AGGREGATE, 38" - 12" ANGULAR PER
MANUFACTURER'S SPECIFICATIONS (MDOT 6AA)

NOTES:
1. DOG PARK TURF SHALL BE 'K9 GRASS CLASSIC' BY

FOREVERLAWN OR 'XGRASS' BY THE RECREATIONAL
GROUP OR APPROVED EQUAL.

2. INSTALL PER MANUFACTURER'S SPECIFICATIONS.

CONTACT:

K9 GRASS CLASSIC

MATT KOVACIC
FOREVERLAWN SOUTHWEST
8007 BEESON ST.
LOUISVILLE, OH 44641
P: 330.499.8873
E: MATT@FOREVERLAWN.COM

FENCE FOOTING,
BEYOND

FENCE BEYOND

3
LS-501

2
LS-501

NON-WOVEN
GEOTEXTILE FABRIC

XGRASS

JENNIFER GRADY
THE RECREATIONAL GROUP
205 BORING DRIVE
DALTON, GA 30721
P: (706) 272-0140
E: www.recreationalgroup.com

SECTION

ELEVATION

2

FLUSH OVERLAP JOINT ASSEMBLY

1 METAL EDGING AS SPECIFIED,
COLOR: BLACK

PUNCHED SLOTS

2

3

4

PLANT BED (BY OWNER NIC)5

2" DEEP MULCH TO BE FLUSH WITH
TOP OF EDGING

6

FINISHED GRADE FOR LAWN, FLUSH
FOR STONE

7

DOG TURF OR STONE MAINTENANCE
EDGE

8

9 SUBGRADE TRANSITION SHALL OCCUR
OUTSIDE OF EDGE OF PLANT BED

METAL STAKES - SET ON INSIDE
EDGE OF PLANT BED

1

3

4

5

6

7

8

1

9

1

SALVAGED UNIT PAVERS

3
16" X 2 14" 'STRUCTURE EDGE' ALUMINUM PAVER
RESTRAINT (BLACK) AS MANUFACTURED BY
PERMALOC CORP. OR EQUAL

3
8" X 10" SPIRAL STEEL SPIKE @ 10" O.C.

COMPACTED SUBGRADE

ADJACENT SURFACE, SEE PLANS

1

2

3

2

3

4
4

5

5

3/4
"

3

SALVAGED UNIT PAVERS

SAND SETTING BED

POLYMERIC HAND TIGHT SAND JOINTS

AGGREGATE BASE 21AA

COMPACTED SUBGRADE

SALVAGED PAVER THICKNESS, V.I.F.

1

2

3

4

5

2

1

4 5

NOTES:
1. SET SALVAGED UNIT PAVERS AS SHOWN ON LAYOUT & MATERIALS PLAN

ENLARGEMENT SHEET LS-101. MAINTAIN CONSISTENT STRAIGHT UNWAVERING
JOINT LINES THROUGHOUT.

2. PAVERS TO BE SET TO MINIMIZE CUTTING AND TO MAINTAIN THE MAXIMUM SIZE OF
CUT PAVERS.  ESTABLISH PAVING PATTERN STARTING POINT TO MINIMIZE PAVER
CUTTING AT CORNERS AND EDGES OF PAVER AREA.  PAVERS TO BE SET TO
MAINTAIN A MINIMUM CUT PAVER OF ¼ THE ORIGINAL PAVER LENGTH.  ADJUST
NUMBER OF COURSES AS PART OF THE MOCK UP PROCESS TO MAINTAIN THE FULL
WIDTH OF PAVERS ACROSS THE WIDTH OF THE SHARED USE PATH.  PARTIAL
WIDTH PAVERS WILL NOT BE ACCEPTED.  THE USE OF INFILL PAVEMENT OR
DISCONTINUITIES IN PATTERNS WILL NOT BE PERMITTED.  SMALL SLIVERS OF
PAVERS WILL NOT BE ACCEPTED.

3. PAVERS TO BE SET WITH HAND TIGHT POLYMERIC SAND JOINTS AND SHALL
MAINTAIN A CONSISTENT JOINT SPACING THROUGHOUT THE PAVER AREA WITHIN A
1/16” TOLERANCE.

SECTION

6

6

8"
 M

IN

MEDIUM BROOM FINISH

8"
6"

NOTE:
1. REFER TO LAYOUT & MATERIALS PLANS FOR CONCRETE JOINT LOCATIONS AND TYPES.

CONCRETE WALK

COMPACTED AGGREGATE BASE (MDOT 21AA)

COMPACTED SUBGRADE (95% MAXIMUM DENSITY)

WWF 6X6 W2.9XW2.9, CENTERED 

1

2

3

4

5

3

4

1

2

5

1'-
0"

SUBGRADE, TYP.

DRAINAGE TILE, SEE
NOTES

2X PERIMETER PLASTIC NAILER BOARD PER
MANUFACTURER'S SPECIFICATIONS

NON-WOVEN GEOTEXTILE FABRIC30" #4 REBAR
THROUGH PLASTIC
NAILER BOARD, 30"
O.C.

NOTES:
1. DRAINAGE TILE BY VERSACOURT OR APPROVED EQUAL.
2. INSTALL PER MANUFACTURER'S SPECIFICATIONS.
3. VERIFY PRODUCT AND COLOR WITH OWNER'S

REPRESENTATIVE PRIOR TO INSTALLATION.

CONTACT:

MATT KOVACIC
FOREVERLAWN SOUTHWEST
8007 BEESON ST.
LOUISVILLE, OH 44641
P: 330.499.8873
E: MATT@FOREVERLAWN.COM

DOG TURF SYSTEM

DRAINAGE AGGREGATE,
3
8" - 12" ANGULAR PER
MANUFACTURER'S
SPECIFICATIONS (MDOT
6AA)

3 4" 1
LS-500

2
LS-500

1%

JENNIFER GRADY
THE RECREATIONAL GROUP
205 BORING DRIVE
DALTON, GA 30721
P: (706) 272-0140
E: www.recreationalgroup.com

RESIN-BONDED
AGGREGATE

EXISTING TREE

PROTECTIVE
TREE COLLAR

LOOSE
AGGREGATE

DOG PARK TURF

4"
4"

EQ. EQ.

EXISTING
SUBGRADE

EXISTING TREE
ROOTS, HAND DIG, DO

NOT DISTURB

5'-0"

NOTES:
1. PROVIDE AGGREGATE COLOR SAMPLES TO ENGINEER AND

OWNER FOR APPROVAL PRIOR TO INSTALLATION.
2. RESIN BINDER TO  BE "ADDAPAVE TP" BY CHAMELEON WAYS,

INC. OR APPROVED EQUAL -- INSTALL PER MANUFACTURER'S
SPECIFICATIONS.

2X PERIMETER PLASTIC NAILER BOARD
PER MANUFACTURER'S SPECIFICATIONS

30" #4 REBAR THROUGH PLASTIC
NAILER BOARD, 30" O.C.

EQ. EQ.
GEOTEXTILE
SEPARATOR

3 1

2

3

4

COMPACTED AGGREGATE (MDOT 21AA),
COMPACTED IN 2" LIFTS.

COMPACTED SUBGRADE

ADJACENT SURFACE, SEE PLANS

METAL LANDSCAPE EDGING

6"

11
LS-500

2
1

34

2
1

2

1 1
4" WIDE CONTROL JOINT SAWN 14
DEPTH OF PAVEMENT

CONCRETE PAVEMENT

NOTE:
1. CONTROL JOINTS MAY BE SAWCUT AS

SOON AS THE CONCRETE HAS
SUFFICIENTLY HARDENED TO PREVENT
RAVELING OF THE CONCRETE AT THE
EDGES OF THE JOINT.

2. MAXIMUM DIMENSION BETWEEN
_CONTROL JOINTS IN SIDEWALKS,
CURBS, WALLS, ETC. TO BE 10'-0".

3. CONTROL JOINTS INCLUDING ALL
ASSOCIATED MATERIALS ARE
INCIDENTAL TO PAVEMENT PAY ITEMS.

1

2

3

4

5

NOTE:
1. ALL EXPANSION JOINTS TO BE SEALED.

2. THERE SHALL BE 12" EXPANSION JOINTS AT
ALL CURB/SIDEWALK, BUILDING/SIDEWALK,
LIGHT POLE, OR ANY OTHER FIXED
OBJECTS (I.E. EXISTING PAVEMENT,
WALLS, POLES, AND FOUNDATIONS) AND
ALL LOCATIONS SHOWN ON LAYOUT AND
MATERIALS PLANS.

3. THE MAXIMUM DIMENSION BETWEEN
EXPANSION JOINTS IN PAVEMENT AND
WALLS TO BE 60'-0". THE MAXIMUM
DISTANCE BETWEEN EXPANSION JOINTS IN
CURBS TO BE 120'-0".

1

2

3

TOP OF PAVEMENT

JOINT SEALANT

FOAM BACKER ROD

JOINT FILLER MATERIAL

1
2" UNLESS NOTED OTHERWISE

CONCRETE PAVEMENT

BUILDING FACE/ FOUNDATION/
STRUCTURE / FIXED ELEMENT

1

2

3

4

4

5

5

6

7

6

7

6

CONCRETE TO BUILDING FACE/
FOUNDATION/ STRUCTURE

CONCRETE TO CONCRETE PAVEMENT

6

NOTES:
1. SALVAGE AND PROTECT EXISTING SHRUBS

AND PERENNIALS, SEE DEMOLITION PLAN
SHEET LD-100.

2. FUTURE PLANTINGS BY OTHERS.

1

1

2

3

4"

2" DEEP MULCH

SCARIFY TO 4" DEPTH AND
RECOMPACT

SUBGRADE3

2

NOTES:
1. FUTURE PLANTINGS BY OTHERS.

1'-
0"

  M
IN

.

1

1

2

2

4

3

4"

2" DEEP MULCH

PLANT BED MIX
SCARIFY TO 4" DEPTH AND
RECOMPACT

SUBGRADE

3

4

SITE DETAILS

LS-500
DRAWING NUMBER

PROJECT NUMBER

SCALE

DRAWING TITLE

SEALS AND SIGNATURES

Owner:

REVISSUED FOR DATE

NEW CENTER DOG
PARK
7400 3RD AVENUE
DETROIT, MICHIGAN 48202

500 GRISWOLD
SUITE 1700
DETROIT, MI 48226
313.983.3600
www.smithgroup.com

11561.000

3939 WOODWARD AVE #100
DETROIT, MICHIGAN 48201

SCALE: 1/2" = 1'
DOG PARK TURF1 SCALE: 1/2" = 1'

DOG PARK TURF AT UNDERDRAIN2

SCALE: NTS
METAL LANDSCAPE EDGING11SCALE: NTS

ALUMINUM PAVER RESTRAINT9

SCALE: NTS
SALVAGED UNIT PAVERS7

SCALE: NTS
8-INCH CONCRETE4SCALE: 1/2" = 1'

DRAINAGE MAT3

SCALE: 1/2" = 1'
RESIN BONDED AGGREGATE10SCALE: NTS

AGGREGATE SURFACE8

SCALE: NTS
CONTROL JOINT5

SCALE: NTS
SEALED EXPANSION JOINT6

SCALE: NTS
MULCHED PLANTING BED12

SCALE: AS NOTED

SCALE: NTS
MULCHED PLANTING BED WITH MIX13



PROVIDE CLEAN AND LEVEL CUT TO THE EXISTING
POST, GRIND THE EXISTING POST FLUSH WITH
THE TOP OF THE FOUNDATION AND APPLY A COLD
GALVANIZATION COATING.

SALVAGED FENCE POST, SCRAPE THE LOWER 6"
SO ALL CHIPPING, CRACKING OR PEELING PAINT
IS REMOVED AND APPLY A COLD GALVANIZATION
COATING.

PROVIDE CLEAN AND PLUMB CUT AT FACE OF
POST TO REMOVE FENCE PANELS.

1

2

21

NOTES;
1. SALVAGE ALL EXISTING FENCE COMPONENTS INCLUDING

POSTS, FENCE PANELS, AND HARDWARE.
2. THE CONTRACTOR IS RESPONSIBLE FOR MAKING ALL

NECESSARY MEASUREMENTS IN THE FIELD TO
RE-INSTALL THE FENCE PANEL TO MATCH THE EXISTING
PLANS AND SPACING. ADDITIONAL MODIFICATIONS
REQUIRED TO RETROFIT THE PANEL ARE TO BE
INCLUDED AS PART OF THE CONTRACTOR'S SCOPE.

3. FIX CORROSION ON TOP OF EXISTING FENCE PANELS.

SECTION

3

3

1

2

4

8" Ø

8

3'-
6"

 M
IN

.

SALVAGED FENCE POST, SCRAPE THE LOWER 6"
SO ALL CHIPPING, CRACKING OR PEELING PAINT
IS REMOVED AND APPLY A COLD GALVANIZATION
COATING.

WELD 12" STEEL BASE PLATE TO BOTTOM OF
SALVAGED FENCE POST, STEEL MUST MATCH THE
EXISTING MATERIAL, ENSURE ALL WELDS ARE
GROUND SMOOTH NOMMA FINISH #3

CONCRETE ANCHOR, TAMPER-PROOF NUT

WASHERS, PROVIDE SIMILAR MATERIAL TO
CONCRETE ANCHOR, SHORE UP BASE PLATE
WITH SPACERS AS REQUIRED TO SET POSTS
PLUMB AND AT CORRECT ELEVATION

INSTALL PER APPROVED MANUFACTURER'S
SPACING RECOMMENDATIONS

C.I.P. CONCRETE FOOTING 3,000 - 3,500 PSI

FINISHED GRADE

COMPACTED SUBGRADE

SALVAGED UNIT PAVERS

1

2

NOTES;
1. SALVAGE ALL EXISTING FENCE COMPONENTS INCLUDING POSTS, FENCE PANELS,

HARDWARE, AND FOUNDATIONS.
2. THE CONTRACTOR IS RESPONSIBLE FOR MAKING ALL NECESSARY

MEASUREMENTS IN THE FIELD TO RE-INSTALL THE FENCE PANEL. ADDITIONAL
MODIFICATIONS REQUIRED TO RETROFIT THE PANEL ARE TO BE INCLUDED AS
PART OF THE CONTRACTOR'S SCOPE.

3. PAINT FINISH TO MATCH THE EXISTING FENCE COLOR.
4. MATERIALS SHALL BE STORED IN SUCH A MANNER TO ENSURE PROPER

VENTILATION AND DRAINAGE, AND TO PROTECT AGAINST DAMAGE, WEATHER,
VANDALISM, AND THEFT.

5. THE OWNER REP. TYP. WILL REVIEW INSTALLATION FOR DAMAGE AND
DETERMINE IF REPAIRS CAN BE MADE IN THE FIELD OR IF THE PRODUCT MUST BE
SENT BACK TO THE FABRICATOR FOR REPAIR AND RE-COATING. DAMAGED
PRODUCTS WILL BE REPAIRED AND RE-COATED AT NO ADDITIONAL COST. MOST
OF RE-INSTALLATION WORK WILL BE ON-SITE.

6. PROVIDE STEEL PLATES, SHAPES, AND BARS PER ASTM A 36/A 36M
7. PROVIDE APPROPRIATE WELDING PRACTICE PER AWS D1.1 AS REQUIRED. USE

PROCEDURES, MATERIALS, AND EQUIPMENT OF THE TYPE REQUIRED FOR THE
WORK. PROVIDE CLEAN WELDS WITH NO SPLATTER. EXPOSED WELDS SHALL
COMPLY WITH NOMMA (NATIONAL ORNAMENTAL AND MISCELLANEOUS METALS
ASSOCIATION) FINISH #3. FIELD WELDING IS NOT PERMITTED UNLESS APPROVED
BY ARCHITECT.

8. PROVIDE SSTL 304 TAMPER-PROOF CONCRETE ANCHORS, WITH A TENSION
STRENGTH NO LESS THAN 3500 lbs. IN 3,000 OR 3,500 PSI CONCRETE.

9. ALL NEW OR EXPOSED METAL SHALL BE GALVANIZED. APPLY EPOXY PRIMER FOR
GALVANIZED STEEL: Hi-Build Epoxoline Series N69 by Tnemec for a Polyamidoamine
Epoxy. Apply per Manufacturers' recommendations, 3.0-5.0 DFT. APPLY
HIGH-PERFORMANCE TOP COATING: Endura-Sheild II 1074U by Tnemec for Aliphatic
Acrylic Polyurethane. Apply per Manufacturers' recommendations, 2.0-3.0 DFT.

10. VERIFY THAT POSTS ARE SET PLUMB, ALIGNED, AND AT CORRECT HEIGHT AND
SPACING.

11. PROVIDE TOUCH UP PAINT AND SECURITY BITS FOR TAMPER PROOF HARDWARE
TO OWNER'S REPRESENTATIVE FOR FUTURE USE.

3

4

5

6

7

8

9 7

36

9

1 2"
 CLR

5" MIN.

5"
 M

IN
.

1

2

3

PLAN

5

5

9

+/-6'-0" O.C.
VARIES, SEE PLANS

4"
O.C.

NOTES:
1. ALL WELDS TO BE CONTINUOUS TACK WELDS AND GRIND SMOOTH FOR CLEAN CONSISTENT FINISH

WITHOUT IMPERFECTIONS. ALL WELDS TO BE COMPLETED AT MANUFACTURER'S FACILITY. ON -SITE
WELDS ARE NOT ACCEPTABLE.

2. REFER TO THE NOTES OF FENCE POST RETROFIT DETAIL 3/LS-500 FOR ADDITIONAL INFORMATION
REGARDING FENCE REINSTALLATION AND FABRICATION.

3. SWING GATES SHOWN ON PLANS SHALL BE SAME MATERIAL AND FINISH. SWING GATES SHALL
INCLUDE LOCKING MECHANISM AND DROP BARS.

3
LS-500

SALVAGED FENCE POST, SCRAPE THE LOWER 6"
SO ALL CHIPPING, CRACKING OR PEELING PAINT
IS REMOVED AND APPLY A COLD GALVANIZATION
COATING.

WELD 12" STEEL BASE PLATE TO BOTTOM OF
SALVAGED FENCE POST, STEEL MUST MATCH THE
EXISTING MATERIAL, ENSURE ALL WELDS ARE
GROUND SMOOTH NOMMA FINISH #3

CONCRETE ANCHOR, TAMPER-PROOF NUT

WASHERS, PROVIDE SIMILAR MATERIAL TO
CONCRETE ANCHOR, SHORE UP BASE PLATE
WITH SPACERS AS REQUIRED TO SET POSTS
PLUMB AND AT CORRECT ELEVATION

INSTALL PER APPROVED MANUFACTURER'S
SPACING RECOMMENDATIONS

C.I.P. CONCRETE FOOTING 3,000 - 3,500 PSI

FINISHED GRADE

COMPACTED SUBGRADE

DOG PARK TURF

ADJACENT SURFACE, SEE PLANS

1

2

1 2"
 CLR

5" MIN.

5"
 M

IN
.

NOTES;
1. SALVAGE ALL EXISTING FENCE COMPONENTS INCLUDING POSTS, FENCE PANELS,

HARDWARE, AND FOUNDATIONS.
2. THE CONTRACTOR IS RESPONSIBLE FOR MAKING ALL NECESSARY

MEASUREMENTS IN THE FIELD TO RE-INSTALL THE FENCE PANEL. ADDITIONAL
MODIFICATIONS REQUIRED TO RETROFIT THE PANEL ARE TO BE INCLUDED AS
PART OF THE CONTRACTOR'S SCOPE.

3. PAINT FINISH TO MATCH THE EXISTING FENCE COLOR.
4. MATERIALS SHALL BE STORED IN SUCH A MANNER TO ENSURE PROPER

VENTILATION AND DRAINAGE, AND TO PROTECT AGAINST DAMAGE, WEATHER,
VANDALISM, AND THEFT.

5. THE OWNER REP. TYP. WILL REVIEW INSTALLATION FOR DAMAGE AND
DETERMINE IF REPAIRS CAN BE MADE IN THE FIELD OR IF THE PRODUCT MUST BE
SENT BACK TO THE FABRICATOR FOR REPAIR AND RE-COATING. DAMAGED
PRODUCTS WILL BE REPAIRED AND RE-COATED AT NO ADDITIONAL COST. MOST
OF RE-INSTALLATION WORK WILL BE ON-SITE.

6. PROVIDE STEEL PLATES, SHAPES, AND BARS PER ASTM A 36/A 36M
7. PROVIDE APPROPRIATE WELDING PRACTICE PER AWS D1.1 AS REQUIRED. USE

PROCEDURES, MATERIALS, AND EQUIPMENT OF THE TYPE REQUIRED FOR THE
WORK. PROVIDE CLEAN WELDS WITH NO SPLATTER. EXPOSED WELDS SHALL
COMPLY WITH NOMMA (NATIONAL ORNAMENTAL AND MISCELLANEOUS METALS
ASSOCIATION) FINISH #3. FIELD WELDING IS NOT PERMITTED UNLESS APPROVED
BY ARCHITECT.

8. PROVIDE SSTL 304 TAMPER-PROOF CONCRETE ANCHORS, WITH A TENSION
STRENGTH NO LESS THAN 3500 lbs. IN 3,000 OR 3,500 PSI CONCRETE.

9. ALL NEW OR EXPOSED METAL SHALL BE GALVANIZED. APPLY EPOXY PRIMER FOR
GALVANIZED STEEL: Hi-Build Epoxoline Series N69 by Tnemec for a Polyamidoamine
Epoxy. Apply per Manufacturers' recommendations, 3.0-5.0 DFT. APPLY
HIGH-PERFORMANCE TOP COATING: Endura-Sheild II 1074U by Tnemec for Aliphatic
Acrylic Polyurethane. Apply per Manufacturers' recommendations, 2.0-3.0 DFT.

10. VERIFY THAT POSTS ARE SET PLUMB, ALIGNED, AND AT CORRECT HEIGHT AND
SPACING.

11. PROVIDE TOUCH UP PAINT AND SECURITY BITS FOR TAMPER PROOF HARDWARE
TO OWNER'S REPRESENTATIVE FOR FUTURE USE.
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3
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8" Ø
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FENCE
FABRIC TO BE
WRAPPED AROUND
FENCE POST

FENCE POST

FENCE FABRIC

6' MAX SPACING

12
"

MI
N.

24
"

2"x2" HARDWOOD STAKE
OR METAL POSTS 

2"x2" HARDWOOD STAKES
OR METAL POSTS 

PLAN VIEW

ELEVATION

EXISTING TREE ROOTS,
HAND DIG ONLY, SEE

DEMOLITION PLAN

FENCE FABRIC AS APPROVED BY
ENGINEER

INSTALLATION DETAIL ISOMETRIC VIEW

INLET
GRATE

1" REBAR FOR BAG REMOVAL
FROM INLET

CATCH BASIN

MAINTENANCE

1. INSPECT WEEKLY AND AFTER EACH RAIN EVENT.

2. REPLACE DAMAGED FILTER BAGS OR CLOGGED FABRIC IMMEDIATELY.

3. IF UPON INSPECTION REPAIRS ARE NEEDED, INITIATE IMMEDIATELY.

4. MAINTAIN BAGS THROUGHOUT CONSTRUCTION PROJECT UNTIL
PROJECT IS COMPLETE OR OWNER ACCEPTS PROJECT.

5. CLEAN SUMP OF CATCH BASIN UPON COMPLETION OF PROJECT

SILT SACK
MFG. BY SILTSAVER INC.
AVAILABLE FROM: PRICE AND COMPANY  1(800)248-8230
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SHEET NOTES

LEGEND

1. NOTIFY THE ENGINEER OF ANY DISCREPANCIES BETWEEN THE PLANS
AND SITE CONDITIONS IN ADVANCE OF CONSTRUCTION ACTIVITIES
AND INSTALLATION OF SITE ELEMENTS.

2. CRUSHED CONCRETE  WILL NOT BE ACCEPTED AND SHALL NOT BE
USED FOR ANY OF THE AGGREGATE MATERIALS.

3. DIGITAL FILES TO BE MADE AVAILABLE TO THE SELECTED
CONTRACTOR FOR CONTRACTOR STAKING REFERENCE; THE
HARDCOPY OF THE BID DOCUMENTS TAKE PRECEDENCE AND SHALL
BE THE OVERRIDING DOCUMENT FOR LAYOUT CONTROL.

4. NOTIFY THE ENGINEER OF ANY LAYOUT DISCREPANCIES FOR
SUPPLEMENTAL DIRECTIONS.

5. ALL DIMENSIONS ARE FROM BACK OF CURB, EDGE OF PAVEMENT, OR
CENTER OF FIXTURE UNLESS OTHERWISE NOTED.

6. THE LAYOUT AND ORIENTATION OF ALL PROPOSED SITE
IMPROVEMENTS INCLUDING SITE FURNISHINGS, DOG PLAY
EQUIPMENT, WATER FOUNTAIN, AND SIGNAGE LOCATIONS SHALL BE
FIELD APPROVED BY THE ENGINEER PRIOR TO INSTALLATION.
LOCATION AND ORIENTATION CHANGES WILL BE PROVIDED AT NO
ADDITIONAL COST.

7. THERE SHALL BE 1/2" SEALED EXPANSION JOINT AT ALL
CURB/SIDEWALK, BUILDING/SIDEWALK, LIGHT POLE, OR ANY OTHER
FIXED OBJECTS (I.E. EXISTING PAVEMENT, WALLS, POLES,
FOUNDATIONS). LAYOUT & MATERIALS PLAN DOES NOT SHOW EVERY
REQUIRED SEALED EXPANSION JOINT.

8. CONTROL JOINTS AND SEALED EXPANSION JOINTS IN CURBS TO ALIGN
WITH CONTROL JOINTS AND SEALED EXPANSION JOINTS IN THE
ADJACENT SIDEWALK/PAVEMENT.

9. CONTROL JOINTS AND SEALED EXPANSION JOINTS AT DRIVEWAY AND
ALLEY APPROACHES SHALL ALIGN WITH ADJACENT CURB RETURNS.

10. CONTROL JOINTS AND SEALED EXPANSION JOINTS TO ALIGN WITH
ADJACENT PAVEMENT, CURBS, WALLS, ETC UNLESS OTHERWISE
NOTED ON THE PLANS. ALIGN JOINTS PERPENDICULAR TO PAVEMENT
EDGE AND ALIGN WITH CENTER POINTS OF ARCS, AS SHOWN.

N

INSTALL TWO (2) WATER HOSE HYDRANTS FROM ART CENTER
COMMUNITY GARDEN.

INSTALL THREE (3) MOSS DOG TOPIARY FROM
WWW.TOPIARYTREE.NET BY 'TOPIARY PLANTS, TREES, & ANIMALS'
PER PRODUCT SPECIFICATIONS. SEE ID NOTE FOR DOG SPECIES
TOPIARY TYPE. VERIFY LOCATION, ORIENTATION, AND DOG SPECIES
WITH OWNER PRIOR TO INSTALLATION.

5' x 5' RESIN BONDED AGGREGATE SQUARES ARE CENTERED ON
EXISTING TREES AS SHOWN (V.I.F.). ORIENTATION OF SQUARES
SHALL BE PARALLEL WITH SITE FEATURES AS SHOWN.

ALUMINUM PAVER RESTRAINT AT PAVER EDGES UNSUPPORTED BY
CONCRETE SIDEWALK OR NAILER BOARD, SEE DETAIL 9/LS-500.

SEE GRADING AND SUBDRAINAGE PLAN SHEET LG-100 FOR WATER
SERVICE CONNECTION.

RELOCATED "ALLEY NO THRU TRAFFIC" SIGN, SURFACE MOUNT PER
CITY SPECIFICATIONS.

APPLY EVEN BAND OF HAND PATCHING TO ALLEY DRIVE APPROACH
AS NECESSARY AFTER CONCRETE REPLACEMENT.

KEYED NOTES
A

B

C

D

E

F

G



5'-0"O.C.

5'-0"O.C.

4'-6
3 4"
 O.C.

EQ.

3'-5
1 2"

O.C.

0" O.
C.

3'-5
1 2"

O.C.

3'-0"O.C.

4'-0"O.C.

3'-0"O.C.

2'-7
"

+/
-2

4'-
3"

+/-20'-11"

3'-5
1 2"

O.C.

3'-5
1 2"

O.C.

4'-0
"

O.C.

10'
-0"

4'-6
3 4"
 O.C.

EQ.

D

D

5 GREY, TYP.

5 RED, TYP.

8"

8'-8
"

8"

10'-0"

12

8"

9'-4"

8"

9'-4"

8"

8'-8
"

8"

8"

8"

1
LS-500

2
LS-500

2
LS-500

3

10

15

14

14 SWING GATE, TYP.

2

1

15 4
LS-501

C

1
LS-500

1
LS-500

1
LS-500

1
LS-500

3

3

CONSTRUCTION LIMIT LINE

PROPERTY LINE

DOG PARK TURF

AGGREGATE SURFACE

SALVAGED UNIT PAVERS - SEE COLOR ID
TYPE

8-INCH CONCRETE

CONTROL JOINT

SEALED EXPANSION JOINT

MULCHED PLANTING BED WITH MIX

MULCHED PLANTING BED

DRAINAGE MAT

RESIN BONDED AGGREGATE

METAL LANDSCAPE EDGING

SALVAGED FENCE

FENCE POST FOOTING

8' PICNIC TABLE

8' ADA PICNIC TABLE

PET FOUNTAIN

DOG WASTE RECEPTACLE

TOPIARY, SEE KEYED NOTE B THIS
SHEET

PLAY EQUIPMENT - TYPE 1

PLAY EQUIPMENT - TYPE 2

PLAY EQUIPMENT - TYPE 3

CONCRETE WHEEL STOP

TRASH RECEPTACLE

GREYRED

1,2
LS-500

8
LS-500

7
LS-500

4
LS-500

5
LS-500

6
LS-500

12
LS-500

3
LS-500

10
LS-500

11
LS-500

2
LS-501

3
LS-502

2
LS-502

1
LS-502

5
LS-502

3,4
LS-501

6
LS-502

7
LS-502

8
LS-502

11
LS-502

13
LS-500

4
LS-502

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

21

22

23

24

25

LAYOUT & MATERIALS PLAN

0' 2'1'.5'

SCALE: 1" = 1'

LS-100
DRAWING NUMBER

PROJECT NUMBER

SCALE

DRAWING TITLE

SEALS AND SIGNATURES

Owner:

REVISSUED FOR DATE

NEW CENTER DOG
PARK
7400 3RD AVENUE
DETROIT, MICHIGAN 48202

500 GRISWOLD
SUITE 1700
DETROIT, MI 48226
313.983.3600
www.smithgroup.com

PROJECT NORTH

11561.000

3939 WOODWARD AVE #100
DETROIT, MICHIGAN 48201

N SHEET NOTES

LEGEND

1. NOTIFY THE ENGINEER OF ANY DISCREPANCIES BETWEEN THE PLANS
AND SITE CONDITIONS IN ADVANCE OF CONSTRUCTION ACTIVITIES
AND INSTALLATION OF SITE ELEMENTS.

2. CRUSHED CONCRETE  WILL NOT BE ACCEPTED AND SHALL NOT BE
USED FOR ANY OF THE AGGREGATE MATERIALS.

3. DIGITAL FILES TO BE MADE AVAILABLE TO THE SELECTED
CONTRACTOR FOR CONTRACTOR STAKING REFERENCE; THE
HARDCOPY OF THE BID DOCUMENTS TAKE PRECEDENCE AND SHALL
BE THE OVERRIDING DOCUMENT FOR LAYOUT CONTROL.

4. NOTIFY THE ENGINEER OF ANY LAYOUT DISCREPANCIES FOR
SUPPLEMENTAL DIRECTIONS.

5. ALL DIMENSIONS ARE FROM BACK OF CURB, EDGE OF PAVEMENT, OR
CENTER OF FIXTURE UNLESS OTHERWISE NOTED.

6. THE LAYOUT AND ORIENTATION OF ALL PROPOSED SITE
IMPROVEMENTS INCLUDING SITE FURNISHINGS, DOG PLAY
EQUIPMENT, WATER FOUNTAIN, AND SIGNAGE LOCATIONS SHALL BE
FIELD APPROVED BY THE ENGINEER PRIOR TO INSTALLATION.
LOCATION AND ORIENTATION CHANGES WILL BE PROVIDED AT NO
ADDITIONAL COST.

7. THERE SHALL BE 1/2" SEALED EXPANSION JOINT AT ALL
CURB/SIDEWALK, BUILDING/SIDEWALK, LIGHT POLE, OR ANY OTHER
FIXED OBJECTS (I.E. EXISTING PAVEMENT, WALLS, POLES,
FOUNDATIONS). LAYOUT & MATERIALS PLAN DOES NOT SHOW EVERY
REQUIRED SEALED EXPANSION JOINT.

8. CONTROL JOINTS AND SEALED EXPANSION JOINTS IN CURBS TO ALIGN
WITH CONTROL JOINTS AND SEALED EXPANSION JOINTS IN THE
ADJACENT SIDEWALK/PAVEMENT.

9. CONTROL JOINTS AND SEALED EXPANSION JOINTS AT DRIVEWAY AND
ALLEY APPROACHES SHALL ALIGN WITH ADJACENT CURB RETURNS.

10. CONTROL JOINTS AND SEALED EXPANSION JOINTS TO ALIGN WITH
ADJACENT PAVEMENT, CURBS, WALLS, ETC UNLESS OTHERWISE
NOTED ON THE PLANS. ALIGN JOINTS PERPENDICULAR TO PAVEMENT
EDGE AND ALIGN WITH CENTER POINTS OF ARCS, AS SHOWN.

INSTALL TWO (2) WATER HOSE HYDRANTS FROM ART CENTER
COMMUNITY GARDEN.

INSTALL THREE (3) MOSS DOG TOPIARY FROM
WWW.TOPIARYTREE.NET BY 'TOPIARY PLANTS, TREES, & ANIMALS'
PER PRODUCT SPECIFICATIONS. SEE ID NOTE FOR DOG SPECIES
TOPIARY TYPE. VERIFY LOCATION, ORIENTATION, AND DOG SPECIES
WITH OWNER PRIOR TO INSTALLATION.

5' x 5' RESIN BONDED AGGREGATE SQUARES ARE CENTERED ON
EXISTING TREES AS SHOWN (V.I.F.). ORIENTATION OF SQUARES
SHALL BE PARALLEL WITH SITE FEATURES AS SHOWN.

ALUMINUM PAVER RESTRAINT AT PAVER EDGES UNSUPPORTED BY
CONCRETE SIDEWALK OR NAILER BOARD, SEE DETAIL 9/LS-500.

SEE GRADING AND SUBDRAINAGE PLAN SHEET LG-100 FOR WATER
SERVICE CONNECTION.

RELOCATED "ALLEY NO THRU TRAFFIC" SIGN, SURFACE MOUNT PER
CITY SPECIFICATIONS.

APPLY EVEN BAND OF HAND PATCHING TO ALLEY DRIVE APPROACH
AS NECESSARY AFTER CONCRETE REPLACEMENT.

KEYED NOTES
A

B

C

D

E

F

G



SHEET NOTES
1. NOTIFY THE ARCHITECT IN WRITING OF ANY IDENTIFIED

DISCREPANCIES WITHIN THE CONSTRUCTION DOCUMENTS PRIOR TO
THE START OF WORK.  CONTRACTOR SHALL VERIFY ALL SITE
CONDITIONS PRIOR TO STARTING WORK.  IN ALL CASES WHERE A
CONFLICT MAY OCCUR, THE OWNER'S REPRESENTATIVE SHALL BE
NOTIFIED AND WILL INTERPRET THE INTENT OF THE CONTRACT
DOCUMENTS.

2. PRIOR TO THE COMMENCEMENT OF WORK, VERIFY LOCATIONS AND
DEPTHS OF ALL UNDERGROUND UTILITIES THAT MAY BE AFFECTED
BY CONSTRUCTION.  CONTRACTOR SHALL BE RESPONSIBLE FOR
DAMAGES TO SUCH UTILITIES CAUSED AS A RESULT OF
CONSTRUCTION.

3. TAKE ALL NECESSARY PRECAUTIONARY MEASURES TO PROTECT THE
PUBLIC AND ADJACENT PROPERTIES FROM DAMAGE THROUGHOUT
CONSTRUCTION, INCLUDING DAMAGES TO UTILITIES, WALKS, WALLS,
DRIVES, CURBS, ETC.  CONTRACTOR SHALL REPLACE DAMAGED
ITEMS IN KIND AT NO COST TO THE OWNER OR THE OWNER'S
REPRESENTATIVE.

4. CONTRACTOR SHALL SECURE AND PAY FOR ALL NECESSARY
PERMITS AND NOTIFY ALL UTILITY COMPANIES WITH UTILITIES ON THE
SITE PRIOR TO THE CONSTRUCTION OF THE PROJECT.  ADHERE TO
ALL APPLICABLE LOCAL, STATE AND FEDERAL LAWS OR
REGULATIONS PERTAINING TO THE PROJECT.

5. REFER TO THE SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS
NOT SHOWN ON DRAWINGS.

6. TAKE NOTE OF ALL GRADING AND DRAINAGE WAYS AND MAINTAIN
THESE DRAIN WAYS FLOWS FREE OF OBSTRUCTIONS DURING
CONSTRUCTION OPPERATIONS.

CONNECT TO AND REUSE EXISTING WATER TAP, SHUT-OFF VALVE
AND METER.  INSTALL ENCLOSURE, BACKFLOW PREVENTER, ETC.
FROM ART CENTER GARDEN. CONNECT NEW WATER LINES AND
PROVIDE ALL ASSOCIATED PLUMBING AND HARDWARE REQUIRED
TO PROVIDE OPERATING CONNECTION FOR NEW DOG PARK
EQUIPMENT. VERIFY EXISTING METER IS COMPLIANT WITH CURRENT
DWSD REQUIREMENTS -- IF FOUND TO BE NOT COMPLIANT
COORDINATE WITH DWSD TO REPLACE WITH A COMPLIANT METER.

TAP EXISTING MANHOLE WITH 4" HDPE PIPE.

KEYED NOTES
A
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CONSTRUCTION LIMIT LINE

PROPERTY LINE

SALVAGE BRICK WALKWAY FOR REUSE.
REFER TO LAYOUT PLANS, SEE NOTE 9 THIS
SHEET

TREE PROTECTION FENCE

REMOVE SIGN

RELOCATE SIGN

REMOVE AND REPLACE CONCRETE
PAVEMENT

EXCAVATE +/-12" FOR NEW DOG PARK TURF,
AGGREGATE SURFACE, AND SALVAGED UNIT
PAVERS, REFER TO SITE DETAILS, SEE NOTE
8 THIS SHEET

PROTECT WATER METER AND WATER
SHUTOFF, SEE NOTE 10 THIS SHEET

SAW CUT, V.I.F.

REMOVE TURFGRASS AND SCARIFY

INLET PROTECTION

SHEET NOTES

LEGEND

1. PRIOR TO START OF PROJECT WORK, VERIFY ALL SITE CONDITIONS
AND SUBMIT A PROJECT WORK PLAN TO THE ARCHITECT FOR
REVIEW AND COMMENT. PRESENT THE WORK PLAN AT THE
OWNER'S PRE-CONSTRUCTION MEETING.  DO NOT BEGIN
CONSTRUCTION ACTIVITIES PRIOR TO THE 'PRE-CONSTRUCTION
MEETING' AND WRITTEN AUTHORIZATION TO PROCEED IS ISSUED BY
THE OWNER.

2. NOTIFY THE ARCHITECT IN WRITING OF ANY IDENTIFIED
DISCREPANCIES WITHIN THE CONSTRUCTION DOCUMENTS PRIOR
TO THE START OF WORK.  DURING PERFORMANCE OF THE WORK,
VERIFY ALL DIMENSIONS AND CONDITIONS AT THE JOB SITE AND
CROSS-CHECK DETAILS AND DIMENSION SHOWN ON THE DRAWINGS
WITH RELATED REQUIREMENTS ON THE PLANS. CONTRACTOR
SHALL VERIFY ALL SITE CONDITIONS PRIOR TO STARTING WORK.

3. PRIOR TO THE COMMENCEMENT OF WORK, VERIFY LOCATIONS AND
DEPTHS OF ALL UNDERGROUND UTILITIES THAT MAY BE AFFECTED
BY CONSTRUCTION -- CONTRACTOR SHALL TAKE RESPONSIBILITY
FOR DAMAGES TO SUCH UTILITIES CAUSED AS A RESULT OF
CONSTRUCTION AT NO ADDITIONAL COST.

4. TAKE ALL NECESSARY PRECAUTIONARY MEASURES TO PROTECT
THE PUBLIC AND ADJACENT PROPERTIES FROM DAMAGE
THROUGHOUT CONSTRUCTION, INCLUDING DAMAGES TO UTILITIES,
WALKS, WALLS, DRIVES, CURBS, ETC. CONTRACTOR SHALL
REPLACE ANY DAMAGED ITEMS AT NO ADDITIONAL COST.

5. CONTRACTOR TO SECURE AND PAY FOR ALL NECESSARY PERMITS,
INSPECTIONS, AND TESTING, AND NOTIFY ALL UTILITY COMPANIES
WITH UTILITIES ON THE SITE PRIOR TO THE CONSTRUCTION OF THE
PROJECT.  ADHERE TO ALL APPLICABLE LOCAL, STATE AND
FEDERAL LAWS OR REGULATIONS PERTAINING TO THE PROJECT.

6. REFER TO THE SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS
NOT SHOWN ON DRAWINGS.

7. DISPOSE ALL ELEMENTS DESIGNATED FOR REMOVAL IN A LEGAL
MANNER. PROVIDE RECEIPTS FROM DISPOSAL SITES TO OWNER.

8. ALL EXCAVATED MATERIALS INCLUDING GRASS, TOPSOIL, AND
SUBGRADE TO BE REMOVED AND DISPOSED OF LEGALLY OFF-SITE.

9. STACK SALVAGED UNIT PAVERS ON WOOD PALLETS. SEPARATE
PALLETS FOR DIFFERENT PAVER COLORS. EXCESS PAVERS TO BE
DELIVERED ON PALLETS TO LOCATION CONFIRMED BY OWNER.
APPROX. 355 SQ. FT. PAVERS TO BE REINSTALLED ONSITE.

10. REMOVE AND DISPOSE OF EXISTING ENCLOSURE, IRRIGATION
EQUIPMENT - METER AND WATER TAP TO BE REUSED, SEE GRADING
AND SUBDRAINAGE PLAN SHEET LG-100.

5
LS-501

V.I.F. NEAREST JOINT IN EXISTING CONCRETE FOR SAW CUT.

HAND EXCAVATE WITHIN DRIPLINE OF EXISTING TREES FOR ROOT
PROTECTION.

TRANSPLANT EXISTING SHRUBS AND PERENNIALS AS DIRECTED BY
OWNER PRIOR TO DEMOLITION WORK.

SALVAGE 'ALLEY NO THRU TRAFFIC' SIGN, SEE LAYOUT & MATERIALS
PLAN FOR REINSTALLATION LOCATION.

PROTECT EXISTING PLANT MATERIAL AND PLANT BED.

MAINTAIN VEHICULAR ACCESS TO EXISTING ALLEY AT ALL TIMES,
V.I.F. PRIOR TO DEMOLITION WORK.

KEYED NOTES
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A

A

B TYP.

B TYP.

C

C

C

C

LIMITS OF CONSTRUCTION

PROTECT WATER METER AND WATER
SHUTOFF, SALVAGE SPIGOT FOR REUSE

SALVAGE FENCE FOR REUSE

SHEET NOTES

LEGEND

1. PRIOR TO START OF PROJECT WORK, VERIFY ALL SITE CONDITIONS
AND SUBMIT A PROJECT WORK PLAN TO THE ARCHITECT FOR
REVIEW AND COMMENT. PRESENT THE WORK PLAN AT THE
OWNER'S PRE-CONSTRUCTION MEETING.  DO NOT BEGIN
CONSTRUCTION ACTIVITIES PRIOR TO THE 'PRE-CONSTRUCTION
MEETING' AND WRITTEN AUTHORIZATION TO PROCEED IS ISSUED BY
THE OWNER.

2. NOTIFY THE ARCHITECT IN WRITING OF ANY IDENTIFIED
DISCREPANCIES WITHIN THE CONSTRUCTION DOCUMENTS PRIOR
TO THE START OF WORK.  DURING PERFORMANCE OF THE WORK,
VERIFY ALL DIMENSIONS AND CONDITIONS AT THE JOB SITE AND
CROSS-CHECK DETAILS AND DIMENSION SHOWN ON THE DRAWINGS
WITH RELATED REQUIREMENTS ON THE PLANS. CONTRACTOR
SHALL VERIFY ALL SITE CONDITIONS PRIOR TO STARTING WORK.

3. PRIOR TO THE COMMENCEMENT OF WORK, VERIFY LOCATIONS AND
DEPTHS OF ALL UNDERGROUND UTILITIES THAT MAY BE AFFECTED
BY CONSTRUCTION -- CONTRACTOR SHALL TAKE RESPONSIBILITY
FOR DAMAGES TO SUCH UTILITIES CAUSED AS A RESULT OF
CONSTRUCTION AT NO ADDITIONAL COST.

4. TAKE ALL NECESSARY PRECAUTIONARY MEASURES TO PROTECT
THE PUBLIC AND ADJACENT PROPERTIES FROM DAMAGE
THROUGHOUT CONSTRUCTION, INCLUDING DAMAGES TO UTILITIES,
WALKS, WALLS, DRIVES, CURBS, ETC. CONTRACTOR SHALL
REPLACE ANY DAMAGED ITEMS AT NO ADDITIONAL COST.

5. CONTRACTOR TO SECURE AND PAY FOR ALL NECESSARY PERMITS,
INSPECTIONS, AND TESTING, AND NOTIFY ALL UTILITY COMPANIES
WITH UTILITIES ON THE SITE PRIOR TO THE CONSTRUCTION OF THE
PROJECT.  ADHERE TO ALL APPLICABLE LOCAL, STATE AND
FEDERAL LAWS OR REGULATIONS PERTAINING TO THE PROJECT.

6. REFER TO THE SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS
NOT SHOWN ON DRAWINGS.

7. 7.DISPOSE ALL ELEMENTS DESIGNATED FOR REMOVAL IN A LEGAL
MANNER. PROVIDE RECEIPTS FROM DISPOSAL SITES TO OWNER.

8. GRADE SMOOTH AND SEED TURF GRASS TO RESTORE ALL AREAS
OF DISTURBANCE.

9. THIS DRAWING IS REFERENCED FROM A PROPOSED LAYOUT PLAN
AND IS NOT A SURVEY DOCUMENT. ART CENTER COMMUNITY
GARDEN IS LOCATED AT JOHN R STREET, DETROIT, MI 48202.
COORDINATE WITH OWNER FOR ACCESS, LOCATION, AND EXTENTS
OF REMOVAL.

10. COORDINATE WORK AND TIMING WITH THE NEW DOG PARK AND THE
NEW GARDEN PROJECT (N.I.C.). SITE SHALL BE SECURED AT ALL
TIMES.

SALVAGE BENCHES, BIKE LOOP, AND LITTER RECEPTACLES FOR
REUSE. VERIFY NEW LOCATIONS WITH OWNER'S REPRESENTATIVE
PRIOR TO CONSTRUCTION.

SALVAGE FENCE TO REINSTALL APPROX. 387 LF AT NEW DOG PARK.
EXCESS FENCE TO BE DELIVERED TO LOCATION IDENTIFIED BY
OWNER.

SALVAGE HYDRANTS, TWO (2) TO BE REINSTALLED AT NEW DOG
PARK. REMAINING HYDRANTS TO BE DELIVERED TO OWNER.

KEYED NOTES
A

B

1,2,3
LS-501

C

SELECTIVE DEMOLITION
PLAN - ART CENTER

COMMUNITY GARDEN
0' 20'10'5'
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LFN9 VB

WATER INWATER OUT

GA-1 FLOW
CONTROL

VB3

BRACKET

BRACKET

PET FOUNTAIN

WATER

BOLT IS
CENTERED
UNDER ACCESS
DOOR

OPTIONAL
TEMPLATE

ELECTRIC EYE

10 BLK PIPE

VALVE BODY III

REMOVABLE
SS CAP

7"

5"
34

"

VALVE BODY III

C.I.P. CONCRETE
FOOTING PER
MANUFACTURER'S
RECOMMENDATION,
42" MIN. DEPTH

MANUFACTURER: MOST DEPENDABLE FOUNTAINS, INC.
MODEL: 300 SME

CONTACT:
MOST DEPENDABLE FOUNTAINS, INC.
5705 COMMANDER DRIVE
P.O. BOX 587
ARLINGTON, TN 38002-0587
P: 901.867.0039
E: WWW.MOSTDEPENDABLE.COM

NOTES:
1. COLOR SHALL BE BLACK, VERIFY COLOR AND FINISH WITH OWNER PRIOR TO INSTALLATION.
2. PET FOUNTAIN IS PROVIDED WITH AN IN-LINE VACUUM BREAKER, PLUS A 1 GPM FLOW

RESTRICTOR.
3. ON E MODELS SENSOR ACTIVATION IS ADDED FEATURE.
4. IF TYING INTO A SANITARY SEWER A P-TRAP WILL BE NECESSARY.
5. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.
6. REFER TO PLANS FOR LAYOUT AND ORIENTATION.
7. REFER TO GRADING & UTILITY PLAN FOR WATER SERVICE LOCATION. COORDINATE WATER

SERVICE LOCATION.

NOTES:
1. ASSEMBLY TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.
2. COLOR SHALL BE BLACK, VERIFY COLOR AND FINISH WITH OWNER PRIOR TO INSTALLATION
3. 8' ADA PICNIC TABLE SHALL BE WABASH PLASTISOL COATED TABLES 'SIGNATURE 8' ADA

PICNIC TABLE - PORTABLE'.

FRONT VIEW

TOP VIEW

SIDE VIEW

19
 5/

8"
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19 1/4"

29
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2"

55 1/2"
72 3/8"
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 3/

8"

64 1/2"
30 3/8" 10 3/8"

69 3/4"

CONTACT:
MATT LAWTON
GREAT LAKES RECREATION
P: 616.218.4817
E: MATT@GLREC.COM

NOTES:
1. ASSEMBLY TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.
2. COLOR SHALL BE BLACK, VERIFY COLOR AND FINISH WITH OWNER PRIOR TO INSTALLATION.
3. 8' PICNIC TABLE SHALL BE WABASH PLASTISOL COATED TABLES 'SIGNATURE 8' PICNIC TABLE -

PORTABLE'.

FRONT VIEW

TOP VIEW

SIDE VIEW

29
 1/
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96 3/8"

65 7/8"

10 3/8"30 3/8"
6 3/4"

64 1/8"

19
 5/

8"

69 3/4"

CONTACT:
MATT LAWTON
GREAT LAKES RECREATION
P: 616.218.4817
E: MATT@GLREC.COM

NOTES:
1. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS. DIMENSIONS SHOWN ARE

REFERENCED FROM MANUFACTURER'S SPECIFICATIONS, VERIFY ALL DIMENSIONS AND COORDINATE WITH FENCE COMPONENTS
PRIOR TO INSTALLATION.

2. PRODUCT COLOR SHALL BE GREEN, VERIFY COLOR AND FINISH WITH OWNER PRIOR TO INSTALLATION.
3. UNIT MOUNTED TO FENCE POST AS LOCATED AND ORIENTED ON LAYOUT & MATERIALS PLAN.
4. FIELD VERIFY LOCATION AND ORIENTATION WITH OWNER'S REPRESENTATIVE.
         ADJUSTMENTS IN LOCATION AND ORIENTATION TO BE PROVIDED AT NO ADDITIONAL COST.

ELEVATION

10
"

5"

MODEL: DOG WASTE STATION
MANUFACTURER: DOG WASTE DEPOT

CONTACT:
DOG WASTE DEPOT
12316 WORLD TRADE DRIVE, STE 102
SAN DIEGO, CA 92128
P: (800) 678-1612
E: www.dogwastedepot.com

EQ. EQ.

EQ. EQ.

2
LS-501

FENCE, BEYOND

6"

EQ. EQ.
SIGN

DISPENSER

CAN

FINISH GRADE PER PLAN AND PROFILES

FINAL BACKFILL

SLOPE PER OSHA SAFETY STANDARDS

INITIAL BACKFILL

PIPE MATERIAL AND SIZE PER PLAN AND
PROFILE

BEDDING COURSE

UNDISTURBED SUBGRADE

KEYED NOTES

1

2

3

4

5

6

O.D. ≤ 12", W = 30"
O.D. = 15" - 24",  W = O.D.+18"
O.D. = 30" - 36",  W = O.D.+24"

DETAIL NOTES

W = MAX.
TRENCH WIDTH

1'-
0"

MI
N.

4" MI
N.

O.D.

1

2

4

3

6

7

5

7

NOTES:

MANUFACTURER: BARK PARK
MODEL: KING OF THE HILL - BARK 400
CONTACT: MATT CAMPANELLA

SINCLAIR RECREATION, LLC
P: 248.343.0361
E: MATT@SINCLAIR-REC.COM

1. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH
MANUFACTURER'S SPECIFICATIONS.

2. VERIFY COLOR AND FINISH WITH OWNER PRIOR TO
INSTALLATION.

3. FOOTING SIZE, AND DIMENSIONS PER MANUFACTURER'S
SPECIFICATIONS MIN. 42" DEPTH. SEE LAYOUT &
MATERIALS PLAN FOR EQUIPMENT LOCATION. VERIFY ALL
DIMENSIONS PRIOR TO INSTALLATION.

4. FIELD VERIFY LOCATION AND ORIENTATION OF PLAY
EQUIPMENT WITH OWNER'S REPRESENTATIVE.

         ADJUSTMENTS IN LOCATION AND ORIENTATION TO BE
         PROVIDED AT NO ADDITIONAL COST.
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APPROX. FOOTING LOCATIONS, SEE NOTES

BARK-400, SEE NOTES

1
R6"

1

2

2

NOTES:

MANUFACTURER: BARK PARK
MODEL: CRAWL TUNNEL - PBARK 491
CONTACT: MATT CAMPANELLA

SINCLAIR RECREATION, LLC
P: 248.343.0361
E: MATT@SINCLAIR-REC.COM

1. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH
MANUFACTURER'S SPECIFICATIONS.

2. VERIFY COLOR AND FINISH WITH OWNER PRIOR TO
INSTALLATION.

3. FOOTING SIZE, AND DIMENSIONS PER MANUFACTURER'S
SPECIFICATIONS MIN. 42" DEPTH. SEE LAYOUT &
MATERIALS PLAN FOR EQUIPMENT LOCATION. VERIFY ALL
DIMENSIONS PRIOR TO INSTALLATION.

4. FIELD VERIFY LOCATION AND ORIENTATION OF PLAY
EQUIPMENT WITH OWNER'S REPRESENTATIVE.

         ADJUSTMENTS IN LOCATION AND ORIENTATION TO BE
         PROVIDED AT NO ADDITIONAL COST.

APPROX. FOOTING LOCATIONS, SEE NOTES

PBARK 491, SEE NOTES

1

2
+/-3'-9"

+/
-2

'-4
"

1

2

R6"
NOTES:

MANUFACTURER: BARK PARK
MODEL: STEPPING BOULDERS SET OF 3 - 3SB
CONTACT: MATT CAMPANELLA

SINCLAIR RECREATION, LLC
P: 248.343.0361
E: MATT@SINCLAIR-REC.COM

1. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH
MANUFACTURER'S SPECIFICATIONS.

2. VERIFY COLOR AND FINISH WITH OWNER PRIOR TO
INSTALLATION.

3. FOOTING SIZE, AND DIMENSIONS PER MANUFACTURER'S
SPECIFICATIONS MIN. 42" DEPTH. SEE LAYOUT &
MATERIALS PLAN FOR EQUIPMENT LOCATION. VERIFY ALL
DIMENSIONS PRIOR TO INSTALLATION.

4. FIELD VERIFY LOCATION AND ORIENTATION OF PLAY
EQUIPMENT WITH OWNER'S REPRESENTATIVE.

         ADJUSTMENTS IN LOCATION AND ORIENTATION TO BE
         PROVIDED AT NO ADDITIONAL COST.

APPROX. FOOTING LOCATIONS, SEE NOTES

STL TABS, SEE NOTES

STEPPING BOULDERS, SEE NOTES
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TYPICAL FOOTING / SUPPORT LAYOUT
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ELEVATION

21
2"21

2" 6"

31
2"

SECTION

1" DIAM. HOLE FOR 3 4" x 30" LONG STEEL
ANCHOR.  TWO PER CURB STOP.  LOCATE TOP OF
STEEL ANCHOR 12" BELOW TOP OF WHEEL STOP.

STEEL REBAR, #5 x 5'-6"

1

2

1

2

NOTES:

MANUFACTURER: ULINE
MODEL: (H-2125) WIRE MESH TRASH CAN - 45 GALLON
CONTACT: ULINE

12575 ULINE DRIVE
PLEASANT PRAIRIE, WI 53158
P: (800)295-5510
E: CUSTOMER.SERVICE@ULINE.COM

1. LOCATIONS IDENTIFIED ON LAYOUT & MATERIALS PLAN.
2. COLOR TO BE GREEN.

TRASH RECEPTACLE, SEE NOTES

FINISH GRADE
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2
1

2
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SCALE: NTS
PET FOUNTAIN1 SCALE: NTS

8' ADA PICNIC TABLE2 SCALE: NTS
8' PICNIC TABLE3

SCALE: NTS
DOG WASTE RECEPTACLE5

SCALE: NTS
PIPE TRENCH DETAIL9

SCALE: NTS
PLAY EQUIPMENT - TYPE 16 SCALE: NTS

PLAY EQUIPMENT - TYPE 27 SCALE: NTS
PLAY EQUIPMENT - TYPE 38

SCALE: NTS
NYLOPLAST DRAIN BASIN10 SCALE: 1" = 1'

CONCRETE WHEEL STOP11

SCALE: AS NOTED

SCALE: NTS
TRASH RECEPTACLE4
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